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1071 AUTUMNWOOD DRIVE

975 COTTONWOOD
ROAD

WARNINGPROPERTY LIMITS DELINEATION
NOTE:

SITE SERVICING PLAN1
C002

ABANDON 74.2 OF 375Ø LDS PIPE IN
ACCORDANCE WITH CW 2130-3.19

INSTALL 31.1 OF 250Ø PVC SDR35 LDS
PIPE AT MIN. 0.5% SLOPE

EXISTING
WASTEWATER
LIFT STATION

INSTALL 55.9 OF 150Ø PVC C-900
COMBINED FIRE AND DOMESTIC
WATER SERVICE AT MIN DEPTH
OF 2.65

ABANDON 43.6 OF LDS PIPE PER CW 2130

PROPERTY LINE

ABANDON 9.8 OF LDS PIPE
PER CW 2130

ABANDON 9.7 OF LDS
PIPE PER CW 2130

REMOVE CATCH BASIN

ABANDON 11.0 OF LDS PIPE PER CW 2130

REMOVE MANHOLE, CATCH BASIN, AND
ABANDON 4.3 OF LDS PIPE PER CW 2130

ABANDON 19.2 OF 50Ø
WATER SERVICE
CONNECTION IN

ACCORDANCE WITH
CW 2110-3.16

ABANDON 24.6 OF 450Ø WWS SERVICE IN
ACCORDANCE WITH CW 2130-3.19

ABANDON 29.2 OF 38Ø WM PIPE IN
ACCORDANCE WITH CW 2110-3.16

INSTALL 27.6 OF 250Ø
PVC SDR35 LDS PIPE AT
0.5% SLOPE

INSTALL NEW CB 2
RIM = 231.48
NW INV = 230.80

INSTALL 47.6 OF 250Ø PVC SDR35 LDS
PIPE AT 0.5% SLOPE

INSTALL 78.7 OF 375Ø PVC
SDR35 LDS PIPE AT 1.6% SLOPE

TIE IN TO
EXISTING CB
INV = 229.27

INSTALL 3.8 OF 150Ø
PVC SDR35 ROOF
DRAIN CONNECTION

INSTALL NEW CB 3 C/W 62Ø SCHEDULE 40
PVC ORIFICE AS PER DETAIL 5 SHEET C003
RIM = 231.46
W INV = 230.66

INSTALL 250Øx250Øx250Ø PVC TEE
INV = 230.64

TIE IN TO 900Ø LDS
PER CW 2130-3.10/3.16

900Ø INV = 228.73
250Ø INV = 228.08

NOTES:

1. CONTRACTOR TO EXPOSE ALL CONNECTIONS PRIOR TO
COMMENCING WORK.

2. CONTRACTOR TO COMPLETE CCTV INSPECTION OF ALL
LDS AND WWS PIPE FOLLOWING INSTALLATION.

3. ALL SURFACE AND UNDERGROUND WORKS
CONSTRUCTED SHALL BE IN ACCORDANCE WITH THE
LATEST REVISION OF THE CITY OF WINNIPEG STANDARD
CONSTRUCTION SPECIFICATIONS.

4. CONTRACTOR TO PROCURE DESIGN OF ADS STORMTECH
SYSTEM FROM ADS PIPE AND SUBMIT SHOP DRAWINGS OF
IT FOR REVIEW AND APPROVAL PRIOR TO INSTALLATION.

8.00 4.0 16.0m12.0

SCALE:
1:400m  (11"x17")
1:200m  (24"x36")

INSTALL 20.1 OF 250Ø PVC SDR35
LDS PIPE @ 1.0% SLOPE

INSTALL 31.1 OF 150Ø PVC SDR35
WWS PIPE @ 10.7% SLOPE

NEW TRANSFORMER
AND CSTE

GARBAGE ENCLOSURE

NEW EMERGENCY GENERATOR

INSTALL NEW 56.1 OF 25Ø CU
WATER SERVICE THROUGH 1071

AUTUMNWOOD DRIVE PROPERTY

TIE IN TO 900Ø LDS
INV = 228.01

INSTALL NEW MH 2
RIM = 231.80
S INV = 230.53
W INV = 230.53
NW INV = 230.53

INSTALL NEW CB 8
RIM = 231.56

E INV = 230.28

ALL EXISTING UTILITIES
TO BE ABANDONED

TIE IN TO 375Ø WWS
PER CW 2130-3.10/3.16

INV = 224.55

TIE IN TO STORMWATER STORAGE TANK
AND INSTALL 125Ø SCHEDULE 40 PVC
ORIFICE AS PER DETAIL 6 SHEET C003

UPPER INV (OVERFLOW)= 230.43±
LOWER INV (RESTRICTED FLOW) = 228.93

SUPPLY AND INSTALL 35 CUBIC METER ADS
STORMTECH STORMWATER STORAGE CHAMBER

SYSTEM BELOW GRADE (SEE NOTE 4)
BOTTOM ELEVATION = 228.73

INSTALL 4.3 OF 250Ø
PVC SDR35 LDS PIPE
AT 0.5% SLOPE

TIE INTO STORMWATER
STORAGE TANK
INV = 230.18

INSTALL NEW MH 3
RIM = 31.95

E INV = 230.20
S INV = 230.20
W INV = 230.20

INSTALL 0.6 OF 250Ø PVC SDR35 LDS PIPE AT
1.0% AND TIE IN TO 375Ø LDS (INV = 229.26)

INSTALL 65.7 OF 250Ø
PVC SDR35 LDS PIPE
AT 0.5% SLOPE

INSTALL NEW CB 6
RIM = 231.63
S INV = 230.36

INSTALL 250Øx250Øx250Ø
PVC TEE
INV = 230.35

INSTALL 1.1 OF 250Ø PVC
SDR35 LDS PIPE AT 1.0%
SLOPE

2-45° C-900 PVC WM BENDS

INSTALL 14.1 OF 250Ø PVC SDR35 LDS
PIPE AT 0.5% SLOPE

TIE IN TO EXISTING CB

TIE IN TO EXISTING LDS MH

INSTALL NEW CB 1
RIM = 231.59
E INV = 230.91

TIE IN TO EXISTING CB
INV = 229.79

INSTALL 305 SQUARE CATCH BASIN, 305 x 208
DEPTH SQUARE CATCH BASIN (RISER), CATCH

BASIN FILTER & ATRIUM GRATE (NEW CB 9)
RIM = 231.93

NW INV = 230.22

EXISTING LDS MANHOLE
RIM = 231.82
S INV = 228.40
W INV = 228.32
NW INV = 228.18
E INV = 228.60

EXISTING WWS MANHOLE
RIM = 231.47
W INV = 224.53
E INV = 224.53

EX FIRE HYDRANT TO REMAIN.
NEW BOLLARDS TO BE
INSTALLED.

PROPOSED FIRE AND
PARAMEDIC STATION

FFE = 232.100

TIE IN TO BUILDING
INV = 227.89

TIE INTO BUILDING
INV = 229.15

INSTALL 11.7 OF 250Ø
PVC SDR35 LDS PIPE AT
0.5% SLOPE

INSTALL NEW CB 5
RIM = 231.60
SE INV = 230.59

250x250x150 C-900 PVC WM TEE
SERVICE CONNECTION TO EXISTING
250Ø WM C/W COUPLER CONNECTION

INSTALL NEW CB 4
RIM = 231.55
W INV = 230.71

INSTALL 250Øx250Øx250Ø PVC TEE
INV = 230.63

INSTALL 5.9 OF 250Ø PVC SDR35 LDS PIPE
AT 1.0% SLOPE

RELOCATE EXISTING LIGHT STANDARD

ABANDON SEGMENT OF 25Ø WATER
SERVICE PASSING THROUGH 1083

AUTUMNWOOD PROPERTY IN
ACCORDANCE WITH CW 2110-3.16

EXISTING WWS MANHOLE
RIM = 231.50

N INV = 223.84
S INV = 223.53

TIE IN TO EXISTING 25Ø WATER SERVICE

INSTALL 150Ø GATE VALVE
MAXIMUM 1.0 FROM MAIN

EXISTING WWS MANHOLE
RIM = 231.79
NE INV = 224.04
E INV = 224.39
S INV = 224.44
SW INV = 224.18
W INV = 224.13

INSTALL NEW MH 1
RIM = 231.60
N INV = 230.77
SE INV = 230.77
W INV = 230.77

INSTALL 6.1 OF 250Ø PVC SDR35 LDS
PIPE AT 0.5% SLOPE

TIE IN TO 250Ø WM

EXISTING LDS MANHOLE
RIM = 231.48
W INV = 229.29
E INV = 229.29

EXISTING HYDRO TRANSFORMER

INSTALL NEW CB 7
RIM = 231.60
S INV = 230.36

INSTALL 16.2 OF 250Ø PVC
SDR35 LDS PIPE AT 0.5% SLOPE

INSTALL 250Øx250Øx250Ø
PVC TEE
INV = 230.31

INSTALL 9.0 OF 250Ø PVC
SDR35 LDS PIPE AT 0.5%
SLOPE

INSTALL 7.9 OF 250Ø PVC SDR35
LDS PIPE @ 0.5% SLOPE

ENGINEERS
GEOSCIENTISTS
MANITOBA

Certificate of Authorization

KGS Group

No. 245

MAINTAIN PORTION OF
EXISTING 25Ø WATER SERVICE
ON 1071 AUTUMNWOOD DRIVE

Sheet Title
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NO. DATE REVISION / ISSUANCE

560 ACADEMY ROAD  WINNIPEG  MB  R3N 0E3
T. 204 989 8910

Project

ARCHITECT

1083 AUTUMNWOOD DRIVE

Seal

CIBINEL - Arch D - 24" X 36"

00 2023.01.27 ISSUED FOR CONSTRUCTION
01 2023.02.03 RE-ISSUED FOR CONSTRUCTION

LAND DRAINAGE SEWER
WASTE WATER SEWER

150 WM

MAINTENANCE HOLE
CATCH BASIN

TELEPHONE

WATERMAIN

HYDRANT
VALVE

300 LDS

250 WWS

HYDRO
150 WM

300 LDS

250 WWS

GEODETIC BENCHMARK

EXISTING

T-TELEPHONE
H-HYDROPOLES

31.334

LEGEND-PLAN PROPOSED

EDGE OF ROAD

GAS CONNECTION

PROPERTY LINE

CONCRETE

ELEVATION

SALVAGED GRANITE

LIGHT STANDARD
GUY WIRE

32.231

REGULAR ASPHALT

BUILDING
SWALE >>>

GRASS

TREE

GAS

HEAVY DUTY ASPHALT

GRAVEL

>>>

SHRUB
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