
4

8

FILL CAVITY WITH
SPRAY FOAM
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PLAN DETAIL
1 INTERIOR BOLLARDS

1:10A803

PLAN DETAIL
2 EXTERIOR BOLLARDS
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PLAN DETAIL  
4 @ EXTERIOR DOOR
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MAIN FLOOR PLAN DETAIL
3 @ SOUTH EAST CORNER
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DOOR CONTROLS
PROVIDE BLOCKING
AS REQUIRED FOR
MOUNTING

COMPOSITE METAL PANEL (CMP-1)
FASTENED TO METAL CHANNELS.
CONFIRM DEPTH OF CHANNELS
WITH ELECTRICAL TO CONCEAL
CONDUIT

CONCRETE FILLED
METAL BOLLARD C/W
FLUSH TOP CAP

SEAL AVB. OVER MTL. TRANSITION
AND INTO DOOR FRAME

PREFIN. METAL FLASHING
-COLOR TO MATCH METAL WALL PANEL

500

PLAN DETAIL
5 FOLDING BAY DOOR

1:10A803

SHEET METAL. LAP ONTO DOOR
FRAME AND STEEL AS SHOWN

THERMAL CLIP C/W GIRT

LAP AND SEAL AVB OVER SHEET
METAL TRANSITION

PREFINISHED METAL FLASHING.
COLOR TO MATCH DOORS

FOLDING BAY DOOR FRAME C/W
FILLED FACTORY INSULATION AND
MOUNTING BRACKETS.
SECURE TO STRUCTURAL STEEL ALIGN O/F OF

COMPOSITE METAL
PANEL WITH
GLAZING ABOVE

250

SHEET METAL. LAP ONTO DOOR
FRAME AND STEEL AS SHOWN

LAP AND SEAL AVB OVER SHEET
METAL TRANSITION

PREFINISHED METAL FLASHING.
COLOR TO MATCH DOORS

FOLDING BAY DOOR FRAME
- BY DOOR MANUFACTURER.
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6 CORNER DETAIL - TYP
1:10A803

PANEL CLEAT C/W SEALANT

RETURN METAL WALL PANEL BACK TO GIRTVARIES

V
A
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PANEL HEM AT CORNER - TYP

THERMAL CLIP C/W GIRT SECURED
TO COLUMN OR STUD FRAMING

STRAPPING OR BLOCKING AT
COLUMN AS REQUIRED

A803
6

TYP.

PANEL SEAM TO RUN CONTINUOUS VERTICALLY
FOR WALL LENGTH - REFER TO ELEVATIONS.

PANEL CLEAT C/W SEALANT

RETURN METAL WALL PANEL BACK TO GIRT

PANEL CLEAT C/W SEALANT

THERMAL CLIP C/W GIRT SECURED
TO COLUMN OR STUD FRAMING

STRAPPING OR BLOCKING AT
COLUMN AS REQUIRED- TYP

SEMI RIGID MINERAL WOOL INSULATION - BLACK.
TYP BEHIND WOOD FINISH

ALIGN CHASE WITH FACE OF
GEAR LOCKER

40
6

FOLDING BAY DOOR FRAME
- BY DOOR MANUFACTURER.

SH3

COMPOSITE METAL PANEL
C/W WET SEAL SYSTEM

200

230 230

1

T/O BOLLARD
101 050

ELEATION DETAIL
1.1 INTERIOR BOLLARDS

1:10A803
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± 257 CONCRETE FILLED
METAL BOLLARD C/W
METAL CAP

COMPOSITE METAL PANEL (CMP-1)
FASTENED TO METAL CHANNELS.
CONFIRM DEPTH OF CHANNELS
WITH ELECTRICAL TO CONCEAL
CONDUIT

VINYL DECAL
SIGNAGE MOUNTED
TO COMPOSITE
METAL PANEL.
REFER TO SIGNAGE
SCHEDULE

A803
1.1

FLUSH 6MM THICK BOLLARD CAP.
FINISH TO MATCH BOLLARD

SECTION DETAIL
1.2 @ BOLLARD CAP - TYP

1:10A803

CAST IN PLACE CONCRETE
EMBED ANCHOR WELDED TO U/S
OF CAP

A803
1.2

TYP.

230 230

A803
1.2

TYP

CONCRETE FILLED BOLLARD

MIN. 4.5 MM THICK STEEL
PLATE. T/O PLATE TO
EXTEND TO U/S OF PLATE
AT DOOR HEADER. REFER
TO DETAIL 3.2/A5.03

MIN. 4.5 MM THICK STEEL PLATE. EXTEND TO
WALL AS SHOWN. T/O PLATE TO EXTEND TO U/S
OF PLATE AT DOOR HEADER. REFER TO DETAIL
3.2/A5.03

FOLD CMP PANEL AT
T/O FRAMING FOR
CONTINOUS CMP
FINISH

18 GAUGE PREFINISHED METAL
CONTINUOUS AT EDGE OF
WOOD SOFFIT. SECURE TO T/O
WOOD AND ADHERE TO EDGE
OF WOOD.

C L

DOOR CONTROL

50

PLAN DETAILS

A803
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