
SECTION DETAIL
1 EXIT STAIR - TYP.
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CONCRETE STAIR
1.1 DETAIL - TYPICAL

1:10A704

38 Ø HSS
HANDRAIL

STEEL HANDRAIL BRACKET
AND
75Ø STEEL MOUNTING
PLATE . NO EXPOSED
FASTENERS. PAINT FINIHS
AT BRACKET AND PLATE

HANDRAIL BRACKET 
1.3 DETAIL TYPICAL

1:10A704

50 CLEAR MIN.
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EQ 280
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50 MIN.
CLEAR - TYP.

1100 MIN.
CLEAR BETWEEN HANDRAIL

SECURE GUARDRAIL
TO CONCRETE STAIR
WITH CONCEALED
BASE AS REQUIRED
AND WITH EQUAL
SPACING.

9

T/O LANDING

T/O SECOND FLOOR
103 962

RETURN HANDRAIL AT
915MM HIGH (MAX
965MM) - TYP.

GUARD @ OUTDOOR
8 AREA (SOUTH ELEVATION)

1:25A704
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E
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E
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70

ALIGN WITH DEPTH
OF DOOR SWING

Ø38 GALV. PIPE POSTS +
RAILS - PAINT FINISH
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GUARD DETAIL
7 @ STAIR DOOR

1:25A704

E

T/O MAIN FLOOR
100 000

T/O SECOND FLOOR
103 962

T/O CURB
104 050

BLOCKING
BEHIND
CLADDING AS
REQUIRED TO
ANCHOR
GUARDRAIL.

GAURDRAIL MOUNTED TO
WALL. MAINTAIN MAX RAIL
SPACING THORUGHOUT
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T/O CONCRETE
CURB @ NORTHT/O CONCRETE

CURB @ SOUTH

MAX 100

T/O GUARDS TO ALIGN

MAX 100

RAIL LAYOUT AND
SPACING TO MATCH
SLIDE POLE GAURDRAILS
ABOVE

C L

GUARDRAIL
MOUNTED TO WALL
USING  25MM DIA.
STANDOFFS. COLOR
AND FINISH TO
MATCH GUARD.
REFER TO DETAILS
FOR CONNECTION AT
WALL

±783
REFER TO PLAN

±783
REFER TO PLAN

12 X 38 STEEL
PICKETS , TOP RAIL
AND BOTTOM RAIL

GROMMET TO
PROVIDE SEAL
AT CUT
CLADDING

LANDING DETAIL
1.2 TYPICAL

1:10A704

50 TACTILE WARNING STRIP
INDICATOR. CUT INTO
CONCRETE FLOOR

TREAD
DEPTH

CAST IN PLACE NOSING

EDGE OF LANDING
TO HAVE THE SAME
PROFILE AS
CONCRETE STAIRS

SECURE SINGLE GUARDRAIL TO
STEPS ON THE UPPER FLIGHT -
REFER TO TYPICAL GUARD
DETAIL

GUARD PLAN DETAIL
2 STAIR 1

1:25A704

50 MIN.
CLEAR HANDRAIL TO GUARD
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SECURE HANDRAIL ON
LOWER FLIGHT TO GUARD
WHERE NOT POSSIBLE TO
SECURE TO CONCRETE
WALL. REFER TO STAIR
SECTIONS
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GUARD PLAN DETAIL
3 STAIR 2

1:25A704

50 MIN.
CLEAR HANDRAIL

TO GUARD

OPEN TO BELOW

SECURE GUARDRAIL TO STEPS -
REFER TO TYPICAL GUARD DETAIL

CORDINATE EDGE OF CONCRETE
STEPS WITH GUARD AND HANDRAIL
AS REQUIRED TO MEET
ALIGNMENTS AND CLEARANCES

CORDINATE EDGE OF
CONCRETE STEPS WITH
GUARD AND HANDRAIL AS
REQUIRED TO MEET
ALIGNMENTS AND
CLEARANCES

38 Ø HSS HANDRAIL

10 Ø STEEL ROD
HANDRAIL BRACKET
WELDED TO GUARD
POST AND HANDRAIL 38Ø STEEL TOP RAIL

38Ø STL BOTTOM RAIL

GUARD DETAIL
4 STAIR 2

1:10A704

C L

50 CLEAR MIN.

GUARD POST WELDED TO
STEEL BASE PLATE

13 Ø STEEL PICKETS @ MAX 100 O.C.
REFER TO SECTIONS FOR SPACING
RELATIVE TO STAIR ASSEMBLY

38 Ø HSS HANDRAIL

10 Ø STEEL ROD
HANDRAIL BRACKET
WELDED TO GUARD
POST AND HANDRAIL

GUARD DETAIL - STAIR 1
5 NEAR LANDING

1:10A704

C L

50 CLEAR
MIN.

10 Ø STEEL ROD HANDRAIL BRACKET
OF LOWER FLIGHT OF STAIRS WELDED
TO GUARD POST MOUNTED ON UPPER
FLIGHT WHERE CONCRETE WALL
BELOW STOPS SHORT

MIN. 50 CLEAR
FROM O/F CONCRETE WALL TO I/F HANDRAIL

13 Ø STEEL PICKETS @ MAX 100 O.C.
REFER TO SECTIONS FOR SPACING
RELATIVE TO STAIR ASSEMBLY 38 Ø HSS HANDRAIL

10 Ø STEEL ROD
HANDRAIL BRACKET
WELDED TO GUARD
POST AND HANDRAIL

38 Ø STL TOP RAIL

38 Ø STL BOTTOM BAR

GUARD DETAIL - STAIR 1
6 NEAR MAIN FLOOR

1:10A704

C L

50 CLEAR MIN.

STEEL SLEEVE CAST INTO
CONCRETE. GUARD POST
INSERTED IN

10 Ø STEEL ROD HANDRAIL BRACKET
OF LOWER FLIGHT OF STAIRS WELDED
TO STEEL PLATE AND HANDRAIL

MIN. 50 CLEAR

38 Ø STL BOTTOM BAR

A704
4
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5
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6

GUARD @ OUTDOOR
9 AREA (NORTH ELEVATION)

1:25A704

ALIGN PICKETS WITH
STAIR AS SHOWN
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TYP. TREAD DEPTH

280
TYP. TREAD DEPTH
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E
Q 38 Ø HSS - TYP

38 Ø HSS POST- TYP.
CENTRE ON HSS BELOW

SECTION DETAIL
10 HOSE WASH STAIR

1:25A704

1100 MIN.
CLEAR BETWEEN HANDRAIL

HSS 245 X 50.8

ANGLE BRACKET ATTACHED TO HSS TO
SUPPORT LANDING

FLOOR GRATE 50
 M

IN
.

K
IC

K
P

LA
TE

STRUCTURAL STEEL - REFER
TO STRUCTURAL

C L

C L

C L

EQ EQ

RETURN HANDRAIL AT
HEIGHT REQUIRED TO
JOIN TOGETHER - TYP.
HEIGHT OF HANDRAIL AT
RETURN TO BE BETWEEN
915MM - 965MM AFF.

T/O MAIN FLOOR
100 000

T/O LANDING

T/O MECH FLOOR
103 360

HSS 152 X 50.8 - SUPPORTING GRATE
OF LANDING. BOTTOM OF HSS TO
ALIGN WITH BOTTOM OF HSS
245X50.8 ON OTHER SIDES OF
LANDING

HSS 245 X 50.8
STRINGER - TYP.

HSS 152 X 50.8 -
SUPPORTING GRATE OF
LANDING.
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WELD POST ALL
AROUND SLEEVE

GLAV. HSS SLEEVE CAST
INTO CONC. SIZED TO
ACCOMMODATE Ø38 AND
125 X 100 GLAV. POSTS.

50 MIN. (TYP.)
TO EDGE OF

CONCRETE STEP

T/O GUARD
1070MM MIN. AFF

50
MIN.

T/O HANDRAIL
915MM AFF

U/S BOTTOM RAIL
100MM AFF

WELD POST ALL
AROUND SLEEVE

GLAV. HSS SLEEVE CAST
INTO CONC. SIZED TO
ACCOMMODATE Ø38

A704
1.3

A704
1.1

HANDRAIL C/W POSTS
AT GLAZING

T/O LANDING / FLOOR 50

CONTINOUS METAL
GUARD SUPPORT AT EDGE
OF HOLLOWCORE AND
SUPPORTED ON BEAM. BY
STAIR SUPPLIER

CONTINOUS METAL
GUARD SUPPORT AT EDGE
OF HOLLOWCORE AND
SUPPORTED ON BEAM. BY
STAIR SUPPLIER. SIDE
AND PROFILE TO MATCH
STAIR STRINGER

INTUMESCENT PAINT AT
STEEL BEAM

C L

T/O GUARD
1070MM MIN. AFF

GUARD POST WELDED TO
T/O GUARD SUPPORT
-TYP
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GUARD DETAIL
10 AT HOSE WASH STAIR

1:10A704

HOSE WASH 
12 @ SECOND FLOOR MEZZANINE

1:10A511

T/O MECHANICAL FLOOR
103 353

C L C L

GUARD POST WELDED TO
T/O GUARD SUPPORT
-TYP

GUARD POST WELDED TO T/O
GUARD SUPPORT -TYP

STRINGER - BY STAIR SUPPLIER MEZZANINE SUPPORT - BY
STRUCTURAL. ALIGN
GUARD SUPPORT WITH
STEEL AS SHOWN

GUARD SUPPORT - BY
STAIR SUPPLIER.
SUPPORT WIDTH TO
MATCH STAIR STRINGER

GUARD DETAIL
11 AT HOSE WASH STAIR

1:10A704

38Ø STL TOP RAIL, BOTTOM RAIL,
INTERMEDIATE RAIL AND POSTS
 - TYP AT HOSE WASH

STAIR DETAILS & MISC.
METAL DETAILS

A704
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