
F

T/O SECOND FLOOR
103 962

T/O WINDOW
106 553

T/O PARAPET
108 332

NORTH 
4 @ BASE

1:10A501

NORTH ELEVATION 
5 @ WINDOW - TYP. 

1:10A501

U/S WINDOW SILL
104 547

T/O MAIN FLOOR
100 000

REFER TO CIVIL FOR
GRADING & SLOPE
-REFER TO
LANDSCAPE FOR
GROUND COVER

WEEPING TILE C/W
SOCK - REFER TO
DRAINAGE PLAN

U/S CLADDING  
100 025

VOID FORM

PILE CAP BEYOND

HEADER - TO BE DESIGNED BY
STEEL STUD SUPPLIER. ALIGN WITH
BACK OF CURTAINWALL

10
150

2 STRIPS OF NEUTRAL
CURE SILLICONE BOTH
SIDES OF COPING - TYP
COPING PANEL

5.2 COPING DETAIL - TYP
1:10A501

T/O STEEL
107 634

SPRAY APPLIED CEMENTITIOUS COATING
AS REQUIRED TO MEET FIRE RESISTIVE
RATING

EW1

F

T/O SECOND FLOOR
103 962

T/O WINDOW
106 553

T/O PARAPET
108 332

NORTH ELEVATION 
1 @ OFFICE WINDOW 

1:10A501

T/O WINDOW SILL
104 547

T/O STEEL
107 634

SPRAY APPLIED CEMENTITIOUS COATING
AS REQUIRED TO MEET FIRE RESISTIVE
RATING

152MM STEEL STUD FRAMING C/W
DEFLECTION TRACK AT U/S OF BEAM

EW1

T/O GIRT
104 509

U/S GIRT
106 679

F

NORTH ELEVATION 
2 @ OFFICE WINDOW 

1:10A501

2.1 WINDOW HEAD - TYP
1:5A501

1.1 WINDOW SILL - TYP
1:5A501

F

PREFINISHED METAL FLASHING
-SECURE INTO GLAZING POCKET

SEAL AVB. OVER METAL TRANSITION AND
INTO GLAZING POCKET . PROVIDE AVB LOOP

ROD AND CAULK

DRYWALL CLOSURE TRIM

2% SLOPE

 RIGID INSULATION AT
GLAZING POCKET

SHEET METAL TRANSITION
-EXTEND INTO GLAZING POCKET

U/S WINDOW SILL
104 547
T/O GIRT
104 509

EXTEND RIGID INSULATION INTO GLAZING POCKET

PREFINISHED METAL FLASHING AT WINDOW
HEAD.  ALIGN WITH FACE OF METAL CLADDING.
SECURE TO THERMAL CLIP C/W GIRT. COLOR
AND FINISH TO MATCH METAL PANEL

ROD AND CAULK

F

T/O PARAPET
108 332

PARAPET CAP
5.1 @ METAL WALL PANEL - TYP

1:5A501

A501
5.1

R1R1

F1

F1

F

NORTH ELEVATION 
6 @ CURTAINWALL - TYP. 

1:100A501

T/O WINDOW
106 553

T/O PARAPET
108 332

T/O STEEL
107 676

EW1

U/S GIRT
106 679

GLULLAM BEAM -
REFER TO
STRUCTURAL

R2

A504
4.1

SIM

T/O MAIN FLOOR
100 000

10075

U/S CLADDING  
100 025

BASE DETAIL
4.1 @ METAL PANEL

1:10A501

LAP AND SEAL SELF ADHERED
AVB TRANSITION MEMBRANE
OVER FLASHING

EXTEND DAMPROOFING BEHIND
FLASHING- TYP.

PERFORATED METAL GIRT AT BASE
- TYP. SECURE CLADDING TO GIRT

PREFINISHED METAL FLASHING C/W DRIP
EDGE. COLOUR TO MATCH METAL WALL
PANEL. MIN 2% SLOPE AT FLASHING

F

WRAP ROOF MEMBRANE
OVER PARAPET - CONTINUE
DOWN FACE

LIGHT GAUGE STEEL ANGLE FOR
PARAPET CAP SUPPORT. 18
GAUGE MIN.

LAP AND SEAL AVB OVER METAL
ANGLE

GIRT SECURED TO THERMAL CLIP

10
0

BUTT JOINT FLASHING AT PARAPET CAP - TYP.
REFER TO COPING DETAIL

PREFIN. METAL FLASHING FASTENED
AT FRONT AND BACK. COLOR TO
MATCH METAL WALL PANEL

CONTINUOUS AVB

5% SLOPE

SECURE METAL WALL PANEL TO CAP.
PROVIDE 25MM PANEL TAB OVER PANEL
SEAM C/W SEALANT

 PARAPET FRAMING
13mm EXT. GRADE P.T. PLWD.
2 LAYERS 140MM WOOD STUDS
@ 400mm O.C.
FILL FULLY WITH MINERAL WOOL INSUL.
13mm EXT. GRADE P.T. PLWD.
ROOFING MEMBRANE

SHEET METAL AVB
TRANSITION AT DECK EDGE -
TYP.

LAP AND SEAL AVB

STEEL STUD INFILL C/W 25MM
BATT INSULATION AT BEAM

NORTH ELEVATION 
3 @ PARAPET

1:10A501

LAP AND SEAL AVB

152MM STEEL STUD FRAMING C/W
DEFLECTION TRACK AT U/S OF BEAM

 PARAPET FRAMING
 REFER TO 3/A501

LAP AND SEAL AVB

STEEL STUD INFILL C/W BATT
INSULATION AT BEAM

152MM STEEL STUD FRAMING C/W
DEFLECTION TRACK AT U/S OF BEAM

 PARAPET FRAMING
 REFER TO 3/A501

LAP AND SEAL AVB

STEEL STUD INFILL C/W BATT
INSULATION AT BEAM

A501
2.1

SIM.

A501
2.1

SIM.

WOOD BLOCKING AS REQUIRED AT GIRT
TO SECURE GYPSUM BOARD

WOOD BLOCKING AS REQUIRED AT GIRT
TO SECURE GYPSUM BOARD

STEEL STUD INFILL C/W BATT
INSULATION AT BEAM

SHEET METAL AVB
TRANSITION AT DECK EDGE -
TYP.

SHEET METAL AVB TRANSITION AT
DECK EDGE - TYP.

MIN 16 GAUGE PREFINISHED METAL SILL
-COLOR TO MATCH METAL WALL PANEL

A501
1.1

SIM.

253130

PREFINISHED ALUMINUM
CLOSURE. COLOR TO MATCH
CURTAINWALL FRAMING

A501
5.1

A501
5.1

SILL FRAMING - TO BE DESIGNED
BY STEEL STUD SUPPLIER

F4

13

50

SEALANT IN PANEL HEM

13

PANEL CLEAT

HEM PANEL AT OPENING - TYP.

PANEL HEM - TYP AT BASE

38

FIXED CLIP

STEEL ATTACHMENT CLIPS - SIZE TO
EXTEND  THROUGH CEMENTITIOUS
FIREPROOFING.

STEEL ATTACHMENT CLIPS - SIZE TO
EXTEND  THROUGH CEMENTITIOUS
FIREPROOFING.

STEEL STUD INFILL C/W BATT
INSULATION AT BEAM

T/O WINDOW
106 553

U/S GIRT
106 679

CUT INSULATION ON
DIAGONAL TO SUIT FLASHING

LAP SELF ADHERED AVB OVER FLASHING

SEAL AVB. OVER MEMBRANE
C/W AVB LOOP

EXTEND GIRT TO I/F OF
CLADDING AS SHOWN

SILICONE TRANSITION MEMBRANE.
-EXTEND INTO GLAZING POCKET

HEM PANEL AT OPENING - TYP.

MIN. 2% SLOPE AT HEAD FLASHING

LAP AVB OVER SELF
ADHERED TRANSITION
MEMBRANE

WRAP AVB OVER PARAPET WALL
 - CONTINUE DOWN FACE

13MM EXT. GRADE P.T.
PLWD.

 PARAPET FRAMING
 REFER TO 3/A501

ROLLER SHADE
VALENCE AND
CLOSURE

PROVIDE BREAK IN EXTERIOR
SHEATHING AT U/S OF BEAM C/W
DEFLECTION JOINT AT AVB

PROVIDE BREAK IN EXTERIOR
SHEATHING AT U/S OF BEAM C/W
DEFLECTION JOINT AT AVBPROVIDE BREAK IN EXTERIOR

SHEATHING AT U/S OF BEAM C/W
DEFLECTION JOINT AT AVB

75
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