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T. 204 989 8910

Project

ARCHITECT

1083 AUTUMNWOOD DRIVE

WFPS STATION 9

Seal

2150

CONSULTANT

CIBINEL - Arch D - 24" X 36"

200

10
0

3 WIDE x 12 DEEP SAW CUT

125 DEPTH CIP CONC. W/BROOM FINISH TO CW3310 
REINF. W/10M @ 300 O.C. E/W
200 DEPTH SIDEWALK GRANULAR BASE TO CW3110
300 DEPTH THK. EDGE GRANULAR BASE TO CW3110
SUB-GRADE OR SUB-BASE TO CW311020R

VARIES - SEE CIVIL

REINF. W/2-15M T&B CONT. 10M TIES @400 O.C.

40
0

30
0

20
0

200

CIP CONC. PAVING W/ THK. EDGE
Scale: 1:15

2
L-201

40
0

150

150

15
0

TY
P.

20R

SURFACE VARIES SEE MATERIALS PLAN

CIP CONC. CURB
REINF. W/2-15M T&B 
CONT. 10M TIES @ 400 O.C.
200 DEPTH GRANULAR BASE TO CW3110
SUB-GRADE OR SUB-BASE TO CW3110

PAVEMENT - SEE CIVIL

CIP CONC. CURB
Scale: 1:15
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15
0

150

305
9R TYP.

CIP CONC. HEADER 
REINF. W/1-15M

GRANITE PAVERS
FROM STOCKPILE

20
0

SUB-GRADE OR 
SUB-BASE TO CW3110
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TREE PIT PLANTING

CIP CONC. HEADER
Scale: 1:15
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214 2141500

APPROACH PAVEMENT 
SEE CIVIL

2 ROWS HOLLAND 8CM PAVER 
CHARCOAL COLOUR 
RUNNING BOND ON 25 BEDDING 
SAND 105 DEPTH BLOCKOUT

BEDDING SAND - BOTTOM
JOINT SAND - SIDES

 

SUB-GRADE OR SUB-BASE TO CW3110

APPROACH INDICATOR STRIP
Scale: 1:15
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89 O.D. GALVANIZED STEEL
POSTS COMPLETE W/ CAPS

19
40

58 17
0

73
0

78
0

15
0

SECTION A
SCALE: 1:15
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RAILS ARE FASTENED TO
POST SLEEVES

38 x 140 RAIL - TYP.

38 x 140 VERTICAL
FENCING BOARDS

REINFORCED THICKENED EDGE
CONC. PAD REINFORCE W/ 4-15M

BARS CONTINUOUS T&B 10M TIES
@ 450 O.C.

NON-WOVEN GEOTEXTILE

HEAVY DUTY CONC. PAVING

CORE HOLE FOR POST

FRICTION DRIVE INTO GROUND
MIN. 1500

600
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0
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0 PLANTING BED
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0

SUB-GRADE OR SUB-BASE TO CW3110

600600 100

3607
CONC. EDGE BELOW

3658
BENCH TOP
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DIRECTION OF WOOD

906 +/-

200
TYP.

150 450 200
TYP.

150

20
0

15
0

75
0

15
0

45
0

FASTEN STEEL TUBES TO CONC. 
BASE W/ SELF TAPPING GALV. 
ANCHORS TO SUIT

25 x 51 STEEL TUBE, GALV.,
SEE PLAN FOR SPACING

38 x 140 CEDAR WOOD
5 GAPS, SAND FOR
SMOOTH SURFACE
W/NO SLIVERS OR

IMPERFECTIONS
38 x 140 CEDAR WOOD CAP BEYOND 
L-ANGLE 20R ROUND EDGE

63.5 x 63.5 x 3 CONTINUOUS 
L-ANGLES WELDED TO EACH GALV. 
STEEL TUBE

CIP CONC. BENCH REINFORCE W/ 3 - 10M 
HORIZ. CONT. TOP & BOTTOM

FORM W/ RIGID ISULATION

10M U-TIES @ 400 O.C.

GRANULAR BASE TO CW3110

NON-WOVEN GEOTEXTILE

PLAN SECTION A

USE CONTINUOUS 3658 LENGTHS 
NO SEGMENTS

CONCRETE EDGE BELOW

BENCH OVERHANG

LINE UP AND EVENLY SPACE 
SCREWS WHEN ATTACHING WOOD 
TO STEEL TUBES

STEEL FRAME

A

SURFACE VARIES
SEE MATERIALS PLAN

SUB-GRADE OR SUB-BASE TO CW3110

CIP CONC. & TIMBER BENCH
Scale: 1:15
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15
0

12
00
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- 1

21
9

450

GALV. STEEL PLATE CAP TO MATCH PIPE
ANCHORED TO FLAT CONC. TOP
SEE ARCHITECTURAL

203 DIA. GALV. STANDARD PIPE FILLED 
W/ CONC. - SEE SPECS.

SURFACE VARIES
SEE MATERIALS PLAN

FINISHED GRADE

CAST INTO 450 DIA. CONC. FOOTING

DRILL 25 DIA. DRAIN HOLE THROUGH 
PIPE BOTH SIDES

300-500 DIA. GRANITE BOULDERS
INFILL W/ 75-100 GRANITE ROCK MULCH
OVER NON-WOVEN GEOTEXTILE FABRIC 
TO CW3130

SUB-GRADE OR SUB-BASE TO CW3110

ALIGN TOP OF BOLLARDS
SEE MATERIALS PLAN

STEEL BOLLARD TYP.
Scale: 1:15
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THICKENED EDGE 
CONCRETE PAD

DROP PIN HOLES TO 
KEEP GATES OPEN

NOTE:
- WELDED GATE FRAMES & GATE HARDWARE PER STANDARD CHAINLINK FENCE CONSTRUCTION
- FACE GATES WITH 19 x 140 P.T. BOARDS
- FINISH TO MATCH ENCLOSURE WALLS
- INSTALL GATES W/ CANE BOLT, LATCH HARDWARE & GATE WHEELS
- ALL WOOD TO BE PRESSURE TREATED

PLAN
SCALE: 1:50

7250
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300 1660
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CIP CONC. CURB

30
0

300

180
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STEEL BOLLARD TYP.2 EA. 
Align top of bollards

GARBAGE BIN ENCLOSURE
Scale: 1:50
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L-201 AS NOTED

30
20
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SUB-GRADE OR SUB-BASE TO CW3110

200 DEPTH GRANULAR BASE TO CW3110

BEDDING SAND

JOINT SAND
SALVAGED GRANTIE STONE +/- 75 DEPTH30 MAX.

NON-WOVEN GEOTEXTILE

GRANITE PAVERS FROM STOCK PILE
Scale: 1:15
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300

410

TRANSITION

410

TRANSITION

15
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CIP CONC. CURB

FACE OF CURB

CURB CUT
Scale: 1:15
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