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ALUMINUM PANEL ADHERED TO
GYPSUM COLUMN. COLOR TO MATCH
CURTAINWALL

ALUMINUM PLATE WELDED TO
CONCEALED CLIPS

ALUMINUM PLATE WELDED TO
CONCEALED CLIPS

ALUMINUM PLATE WELDED TO
CONCEALED CLIPS

ALUMINUM PLATE WELDED TO
CONCEALED CLIPS

PLAN DETAIL
1 @ NORTH WEST CORNER

1:10A805

PLAN DETAIL
2 @ DAY ROOM WINDOW

1:10A805

PLAN DETAIL
3 @OUTDOOR AREA

1:10A805

PLAN DETAIL
4 @OUTDOOR AREA

1:10A805

PLAN DETAIL
5 @ DAY ROOM WINDOW

1:10A805

PLAN DETAIL
5 @ STAIR 1

1:10A805

300

WRAPPED GYPSUM BOARD RATED COLUMN -
REFER TO PROTECTED STRUCTURAL STEEL

BUTYL TUBE SEALANT ON TOP OF
GABLE SUPPORT

FOAM BLOCK WITH BUTYL SEALANT

U SHAPE CAP FOR CENTER PANEL
START - LOCATE AT GRIDLINES AS
SHOWN. START PANEL LAYOUTS AT
GRID LINES AND ADJUST
TOLERANCES AT U CAP AS REQUIRED
TO MAINTAIN ALIGNMENTS OVER
ENTIRE LENGTH OF WALL.

PLAN DETAIL
5.1 @ EXPANSION CAP

1:5A805

A805
5.1

50

A806
1.1

SIM.
A804
1.1

SIM

A804
1.1

SIM

METAL ANGLE CLOSURE. COLOR TO
MATCH METAL WALL PANEL

A804
1.1

SIM

A804
1.1

SIM

A804
1.1

SIM

FOLD PANEL AT CORNER - TYP

LINE OF METAL CLOSURE
PANEL ABOVE

A804
1.1

SIM

METAL ANGLE CLOSURE. COLOR TO
MATCH METAL WALL PANEL

LINE OF COMPOSITE METAL
PANEL ABOVE. COORDINATE
WITH LENGTH OF ALUMINUM
PLATE

±368

±381

±373

GUARDRAIL SECURED TO FRAMING
WITH METAL STANDOFFS. PROVIDE
WOOD BLOCKING AS REQUIRED.
PROVIDE METAL ESCUTCHEON AT TILE

PREFINISHED METAL FLASHING AT WINDOW
JAMB.  ALIGN WITH FACE OF ALUM PLATE.
SECURE TO THERMAL CLIP C/W GIRT. COLOR
AND FINISH TO MATCH COMPOSITE METAL
PANEL LINE OF GYPSUM FINISH ABOVE

MINERAL WOOL SAFING - TYP

FIRESTOP AT WALL ASSEMBLY-TYP

LINE OF CONCRETE CURB BELOW

FINISHED END OF BLOCK
- TYPICAL AT ALL OPENINGS.

24

ALIGN CMU WITH
FACE OF GRIDLINE

E
Q

.
E

Q
.

SHEET MTL. AVB. - EXTEND INTO GLAZING POCKET.
SEAL AVB. OVER MTL. TRANSITION AND INTO GLAZING POCKET

 RIGID INSULATION AT GLAZING POCKET

FILL CAVITY WITH SPRAY FOAM INSULATION. ROD AND CAULK

PLAN DETAIL
1.1 @ BRICK MOVEMENT JOINT

1:10A805

SEALANT AND
BACKER ROD

±250
ALIGN WITH

FURRED OUT CMU WALL

STANDOFF FOR GUARDRAIL SUPPORT
TO EXTEND THROUGH TILE AND TO
FACE OF WALL. PROVIDE ESCUTCHEON
PLATE AT WALL PENETRATION.

BLOCKING AS REQUIRED FOR
GUARDRAIL CONNECTION

BLOCKING AS REQUIRED FOR
GUARDRAIL CONNECTION

STANDOFF FOR GUARDRAIL SUPPORT
TO EXTEND THROUGH TILE AND TO
FACE OF WALL. PROVIDE ESCUTCHEON
PLATE AT WALL PENETRATION.
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