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1. ALL EXPOSED STRUCTURAL STEEL TO RECEIVE PAINT
FINISH

2. REFER TO ACCESSORY MOUNTING HEIGHT SCHEDULE
SECTION 10 06 22

3. REFER TO REFLECTED CEILING PLANS FOR ALIGNMENT AND
POSITION OF LIGHT FIXTURES
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10 BODY ENTRY HATCH - REFER TO PLANS
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11 SHUT OFF VALVE - REFER TO MECHANICAL
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MECHANICAL CHASE. CHASE TO ALIGN WITH CABINET LAYOUT AS
SHOWN. CLAD IN STAINLESS STEEL BACKSPLASH CONTINUOUS
AROUND EXPOSED FACE
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STAINLESS STEEL GABLE
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STAINLESS STEEL FINISHED FACE14
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FIRE EXTINGUISHER C/W MOUNTING BRACKET15

CEILING MOUNTED LIGHT FIXTURE - REFER TO RCP'S AND ELEC.
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HOSE WASH STAIRS - REFER TO STAIR DRAWINGS16
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ELECTRICAL SHAFT TO RUN FROM T/O MAIN FLOOR TO U/S SECOND
FLOOR - ADJUST MILLWORK INFRONT AS REQUIRED TO
ACCOMODATE SHAFT. CUT MILLWORK DRAWER SHORT.
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MECHANICAL PIPES ALONG WEST WALL OF HOSE WASH - REFER TO
MECHANICAL.
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