
T/O SILL
5 CMU COURSES

T/O MAIN FLOOR
100 000

APPARATUS FLOOR
5 @ TRENCH DRAIN

1:10A510

INSET TRENCH DRAIN INTO
THE CONCRETE APPARATUS
FLOOR - COORDINATE WITH
MANUFACTURER FOR
INSTALLATION REQUIREMENTS

3

U/S CEILING 
103 048

ACOUSTIC CAULK AND
SEAL AROUND ALL
PENETRATIONS - TYP.

DEFLECTION TRACK AT
U/S OF HOLLOWCORE

ACOUSTIC CAULK BOTH
SIDES OF WALL.

W5

BLOCKING AS REQUIRED AT T/O
CURTAINWALL

ACOUSTIC CAULK AT T/O
CURTAINWALL. FILL WITH
ACOUSTIC INSULATION

WATCH ROOM
1 @ INTERIOR CURTAINWALL - TYP

1:100A510

STRUCTURAL STEEL HSS

WELD T/O GUARD POST TO
CENTRE OF T/O  HSS

STEEL ANGLE AS REQUIRED FOR
METAL GRATE

E

FIRESTOP CAULK BOTH SIDES OF
FRAME  FOR CONTINUOUS FIRE
SEPARATION - TYP

STANDOFF FOR STEEL HANGER
SUPPORT.  ALIGN WITH CENTRE OF
STEEL CHANNEL

50

PROFILE OF STEEL GUARD
AROUND LANDING.
TERMINATE GUARD SHORT
OF GLAZING AS SHOWN.
PROVIDE END CAP AT HSS

A509
4.1

FIRESTOP BOTH SIDES
OF CURTAINWALL. FILL
WITH  FIRESTOP
INSULATION

100

ALIGN O/F OF FRAME WITH O/F OF CMU

T/O GUARD
1050 AFFC L

C L

E
Q

.

C L

E
Q

.
E

Q
.

GUARD
 - REFER TO 4/A510

EXIT STAIR
3 @ APPARATUS GLAZING - TYP

1:100A510

EXIT STAIR
2 @ FIREPOLE PLATFORM - TYP

1:100A510
FIRESTOP BOTH SIDES OF
CURTAINWALL. FILL WITH
FIRESTOP INSULATION

EXIT STAIR
4 @ FIREPOLE PLATFORM - TYP

1:100A510

T/O SECOND FLOOR
103 962

C L

F5F4F5F4F4 F5

FINISHED END OF BLOCK
- TYPICAL AT ALL OPENINGS.

FINISHED END OF BLOCK
- TYPICAL AT ALL OPENINGS.

U/S OPENING 
103 048

U/S GIRT
103 185

PREFINISHED ALUM. COLOR TO
MATCH CURTAINWALL

BLOCKING AS REQUIRED AT
T/O POCKET

13MM PLYWOOD
-SECURE TO U/S OF GIRT

13

FIRESTOP PENETRATION THROUGH WALL ASSEMBLY

125
CL GRID TO CL BEAM

C L

SECURE FRAMING TO BEAM

2 LAYERS TYPE X GYPSUM WALL
BOARD SET ON 203MM STEEL STUD
FRAMING. SECURE TO U/S OF BEAM
WTIH DEFLECTION TRACK.. FILL
CAVITY WITH BATT INSULATION

STEEL STUD FRAMING AS REQUIRED

STEEL ANGLE AS REQUIRED FOR
METAL GRATE

30
CL GRID TO O/F HOLLOWCORE

50
 M

IN
.

@
 L

O
W

 P
O

IN
T

SLOPE SLOPE

50 MIN.

JANITOR ROOM
6 @ CONCRETE MOP SINK

1:10A510

25
4

STAINLESS STEEL WALL
PROTECTION ON WALLS
ABUTTING MOP SINK.

MODELNUMBERTRADENAMEPRODUCT

INSET DRAIN INTO THE
CONCRETE BASE -
COORDINATE WITH
MANUFACTURER FOR
INSTALLATION AND
SEALING REQUIREMENTS

CUSTOM FABRICATED
MOP SINK
CONSTRUCTED OF
ULTRA  HIGH
PERFORMANCE
CONCRETE WITH FIBRE
MESH REINFORCING.
PROVIDE COVED
CORNERS, SLOPED TO
CENTRE DRAIN;
SHOP-APPLIED EPOXY
FINISH.  MINIMUM WALL
THICKNESS 50 MM.

BLOCKING AS REQUIRED
TO SUPPORT FAUCET

CAULK JOINT - TYP. ALL
SIDES

EXTRUDED ALUMINUM
CAP ON OPEN EDGE OF
MOP SINK

C L

EQ EQ

PROVIDE CONCRETE
REINFORCEMENT AS
REQUIRED

610

61
0

75 75

WATCH ROOM
1.1 @ INTERIOR CURTAINWALL - TYP

1:100A510

A510
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