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DETAIL DETAIL
NOTES
1. CADDY CLIP AVAILABLE IN 1 1/2" (38mm)
AND 2" (50mm) SIZES.
GENERAL NOTES
1. SLOPE CONDUIT DOWNWARDS AWAY FROM BUILDING
AT MINIMUM 3% SLOPE OR AS REQUIRED TO
] INSTALLATION ELEVATION OF 900mm (3-0").
] 2. REFER TO BURIED CABLE DETAIL FOR FURTHER
REQUIREMENTS.
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PROPERTY LINE OR AS
SPECIFIED. REFER TO SITE PLAN
AND/OR RISER DIAGRAMS FOR
FURTHER REQUIREMENTS
METALLIC TO NON-METALLIC
CONDUIT ADAPTER COUPLING
. o ENTRANCE CONDUIT

RIGID METAL CONDUIT

FROM BUILDING EDGE TO OR SLEEVES IN
UNDISTURBED SOIL TO

REDUCE SHEAR. M
CRAWLSPACE/BASEMENT

OPENING IN FOUNDATION.
REFER TO AND
COORDINATE WITH
STRUCTURAL DRAWINGS.
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2x6 PRESSURE TREATED PLANKING

\
ON TOP OF SAND BED
\
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REFER TO FEEDER SCHEDULE FOR
CONDUCTOR SPECIFICATION AND
CONFIGURATION. REFER TO
CANADIAN ELECTRICAL CODE FOR
MINIMUM SPACING REQUIREMENTS

SAND BED WITH MINIMUM 150mm (6")
OF COVER ON ALL SIDES OF
CONDUCTORS

GENERAL NOTES

A. PRESSURE TREATED PLANKING MUST EXTEND AT LEAST 50mm BEYOND
CABLES OR RACEWAYS ON EACH SIDE. PROVIDE ADDITIONAL PLANKING
AS REQUIRED TO SUIT.

B. RECORD EXACT CABLE ROUTING AND DEPTH OF BURY ON RECORD
DRAWINGS.

CSTE WIRING DETAIL - 4 WIRE SERVICE

ENTRANCE CONDUIT BELOW GRADE

BURIED CABLE DETAIL
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