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GENERAL NOTES:

1.

PROVIDE AND INSTALL NEW HOUSE KEEPING PAD FOR MCC-L71.
PAD SHALL BE AT MINIMUM 101.6mm HIGH, 50mm IN FRONT
OF THE MCC AND EXTENDING 150mm PAST THE MCC LINEUP
ON BOTH SIDES. EDGES SHALL BE CHAMFERED AT LEAST
20mm. PROVIDE REBAR RE—ENFORCEMENT AND ANCHOR TO
THE FLOOR. REFER TO DRAWING 1-0162L—EO0010—-001 FOR MCC
DETAILS.

EMERGENCY LIGHTING BATTERY BANK AND REMOTE LIGHT HEADS
ARE TO BE INSTALLED AT A HEIGHT SUCH THAT BOTTOM OF
THE ENCLOSURE NOT LESS THAN 2000mm ABOVE FINISHED
FLOOR.

PROPOSED CONDUIT ROUTING FROM CP—-L81: CONTRACTOR TO
RUN CONDUITS FROM CP-L81 THROUGH NORTH WALL AND
CEILING TO THE EAST WALL. THE CONDUITS THEN PENETRATE
TO THE SUB-LEVEL 1, MOTOR ROOM AND PUMP
ROOM.CONTRACTOR TO VERIFY IT ON SITE.

PROPOSED CABLE ROUTING FROM MCC-—L71: CONTRACTOR TO
RUN TECK90 CABLES UNDERNEATH THE MCC TO SUB-—LEVEL 1.
THEN THE CABLES WILL RUN THROUGH SOUTH WALL TO THE
EAST AND THEN RUN TO THE MOTOR ROOM. CONTRACTOR TO
VERIFY IT ON SITE.

BURIED CONDUIT FROM JBA—-L101 TO THE MANHOLE.

INTERIOR LIGHT FIXTURES WITHIN THE MAIN FLOOR SHALL BE
SUSPENDED AT A HEIGHT NOT TO INTERFERE WITH HVAC
DUCTS, MONORAIL PATH OR ANY OTHER EQUIPMENTS WITHIN
THE BUILDING. CONTRACTOR TO COORDINATE THIS ON SITE.
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