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INSTALL NEW TIMBER PARKING FENCE
(LENGTH = 9.6) (SEE DETAIL)

MATCH EXISTING

INSTALL NEW TIMBER PARKING FENCE
(LENGTH = 9.5) (SEE DETAIL)

1509 GALV. STL PIPE FILL WITH CONC.
ROUNDED TOP (PAINTED)

WRAP BOLLARD W/3M REFLECTIVE TAPE

FINISHED GRADE

400¢x2400 DEEP C.I.P. CONC. PILE IN FULL
HEIGHT SONOTUBE W/GREASED EXTERIOR &
WRAPPED IN 6 MIL. POLY. R/W 5—15M

VERT. FULL HEIGHT 10M RINGS @ 300 O/C

W/TOP 2 @ 150 0/C, W/EXPOSURE
CATEGORY S—2 CONC, 30 MPa

1500 EMBED

BOLLARD DETAIL
SCALE: N.T.S.

LOCATION APPROVED
UNDERGROUND STRUCTURES

WARNING

IF POWER EQUIPMENT OR EXPLOSIVES
ARE TO BE USED FOR EXCAVATION ON
THIS PROJECT THE CONTRACTOR MUST:

2.0 4.0

SUPV. U/G STRUCTURES
COMMITTEE

METRIC

1) NOTIFY THE GAS COMPANY OF THE
PROPOSED LOCATION OF EXCAVATION. NOTE:

LOCATION OF UNDERGROUND STRUCTURES AS
SHOWN ARE BASED ON THE BEST INFORMATION
AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL
EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT. CONFIRMATION OF
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL
UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

2) TAKE PRECAUTION TO AVOID DAMAGE
TO GAS COMPANY INSTALLATIONS.

SEE PROVINCIAL REGULATION 210/72 FOR DETAILS

INSTALL NEW STEEL
BOLLARD (SEE DETAI)
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CONTRACTOR TO PROTECT TREES THROUGHOUT
THE PROJECT AS DIRECTED BY THE CONTRACT

INSTALL NEW 18008 MANHOLE (MH—A)
(SD—010) (SEE DWG 1-0162L—C0001—001)
LOCATION C (SEE DWG 1—0162L—C0001—-001)

INSTALL NEW 15008 BY—PASS MANHOLE
(MH-B) (SEE DWG 1—0162L—C0001—001)

ADMINISTRATOR

: EXISTING HYDRO POLE AND
OVERHEAD LINES (SEE NOTE 4)
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REMOVE TREES AS REQUIRED —

, , » Lo N
OVE AND REPLACE ACCESS RISER MANHOLE
(SE DWG 1-01 62L—S0003—002) |

INSTALL NEW CONC PAD—
(SEE STRUCTURAL)
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INSTALL NEW TIMBER PARKING FENCE

(LENGTH = 1.4) (SEE DETAIL)

REMOVE EXISTING GUARDRAIL

REMOVE AND/OR PRUNE TREES AS REQUIRED
(SEE NOTES 3 AND 4)

MATCH EXISTING

231.756

PROPOSED NEW BUILDING
(SEE STRUCTURAL)

FFE =

SUBSTRUCTURE

MIN 300¢ HOLE, REST POST ON
100 DEPTH GRAVEL BACKFILL

W/COMPACTED, 20 DOWN GRAVEL

NOTE:

ALL HARDWARE TO BE HOT DIPPED
GALVANIZED.

WOOD FOR FENCE TO BE ACQ PRESSURE

TREATED SPF COLOR: CEDAR TONE BROWN.

PARKING FENCE

SCALE: N.T.S.

B.M.
ELEV.

NO. REVISIONS

ISSUED FOR CONSTRUCTION 2023 03 24 l’ VERTICAL -
DATE BY

231.756

EXISTING WOOD FENCE

NOTE: SITE GRADING ELEVATIONS TO BE
PROVIDED AS PART OF NEXT SUBMISSION
PACKAGE ONCE BUILDING FFE IS FINALIZED
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PROPOSED CONSTRUCTION LIMIT EXTENTS

GENERAL NOTES:

1.

150 — BASE COURSE
300 — 50 CRUSHED SUB BASE
NON—WOVEN GEOTEXTILE

DETAIL PAVEMENT STRUCTURE

SCALE: N.T.S.
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ALL WORKS TO BE IN ACCORDANCE WITH THE
LATEST REVISIONS OF THE CITY OF WINNIPEG
STANDARD CONSTRUCTION SPECIFICATIONS.

CONTRACTOR TO VERIFY ALL EXISTING
UNDERGROUND UTILITIES AND EXISTING SERVICES
USING SOFT-DIGGING METHODS PRIOR TO
CONSTRUCTION.

CONTRACTOR TO MARK ALL TREES FOR PRUNING
AND/OR REMOVAL PRIOR TO CONSTRUCTION FOR
REVIEW AND APPROVAL BY THE CONTRACT
ADMINISTRATOR.

ANY WORKS AND/OR PERMITS ASSOCIATED WITH
TEMPORARILY SUPPORTING, RAISING, AND/OR
RELOCATING OVERHEAD POWER LINES AS REQUIRED
TO FACILITATE THE WORK IS THE RESPONSIBILITY
OF THE CONTRACTOR. CONTACT THE LOCAL
MANITOBA HYDRO OFFICE TO ARRANGE FOR
MANITOBA HYDRO STAFF TO LIFT POWER LINES,
TEMPORARILY SUPPORT UTILITIES, AND/OR
RELOCATE UTILITIES. ONLY MANITOBA HYDRO
STAFF WILL BE PERMITTED TO LIFT POWER LINES.
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