Jan 24, 2023 — 11:02am
P:\2019\19M—00985—00 — 2019-2023 Munroe Area Pavement Renewals\10 Drawings\03 Working Drawings\19M—00985—00 Johnson Ave Plan&Profile.dwg —tab:928-2022_Drawing_P—3564—10—R0

724 AN 224 AN
Z01.0U ZJ01.0U
I
o [T9]
N4 AN S S ~|2 N4 AN
20149 318 - 0% Zo 14U
n|D M |0 +|
+ (e} M~ 0
0|3 1|9 [
) 00 {— <
il <|& o=
10 EXISTING NORTH PROPERTY LINE ol =
N24 9N |3 \ \ \ \ \ @l I N24. 90
29 1.£2U [ l l l \ \ ol ol FAON WAV
|3 EXISTING SOUTH PROPERTY LINE ) .
< [P - ]
o e
23100 I I e I S el i N B gy == —— n21.00
Zo0T.UU — === ___j——z T T — [~ 059 —= Zo01.UU
S N N | L — \ _,,’/—:/.-r EXISTING CENTRELINE
‘ = m =T
0 507}-&5<‘- -~ - ’/ ’—-———
230.80 0.5 B T T 23080
' ——=&, | == 080% ———— LLoB sTA B+73.00 \.sTA 8+86.38 '
~—— 052 ————T"7 050% — | EL = 230.885 EL = 231.032
[ T - p— |
—_0.50 =< _— \ \_GB STA 8+50.00 \ \
—— o pmm—
B \ EL = 230.830
NN AN — | | | 290 AN
Z0U.0U | | | \ Z0U.0U
EXISTING NORTH GUTTER - PROPOSED NORTH GUTTER
| | | | |
| | | | |
LP STA 8+19.75
\\'EL = 230.680 L EXISTING SOUTH GUTTER \ L PROPOSED SOUTH GUTTER
220 AN ‘ | | | | | | 220 AN
4Z9U.5VU \_LP STA 8+19.75 \ | | | | i R
EL = 230.620 PROPOSED CROWN
=z
&)
220 90 & 220 920
Zo0U.ZU B Z0U.ZU
)
¢
|__
n
220 00 Z 220 NN
ZoU.Uu @) Z0U.UU
L O
= L
_ @)
[sYaYoWoYa) = . [sYsYe MoYa)
Z29.0U S = Z29.0U
< L
= ()
P
290-R0 © To) To) To) To) 290-RN
Z29.0U ~ N 0 N~ a0 D N ££9.UU
+ + + + + + +
00 0 0 o0 00 o)) )
4359 ADJUST MH RIM #359 #359 #4359 e
L PROPERTY & T0 FINIRS‘UED SEWA?E You FOREST URBAN RIDES / ~
MAINTENANCE : DRUGMART COMPUTERS ~ MOTORSPORTS -
#351 #353 #3955 #357 <ZE | INV W 22855 SOD BOULEVARD AREA R
INSTALL 1800 CATCH BASIN — #351 #353 #355 #357 \ S INSULATE LONG WATER AND GENTLE GRADE P <<f</ SAFETY MEDIAN
AS PER SD—-024 NOTE 6 (TYP) \ \ INSTALL 15m of 150mm SERVICES (TYP.) TOWARDS NEW CB I Q~
RIM 2350.620 \ o QO BARRIER CURB AS DIRECTED SEE NOTE 9 A\
INV S ¢250: 228.970 % | = BY CONTRACT INSTALL 1800 CATCH BASIN Il .
CONNECT TO EX 300 CONC CS REMOVE EXISTING CATCH ~ o A- AS PER SD-025 |
INSTALL 5.0m OF 250 CB BASIN AND ABANDON AND 3 o % A ADMINISTRATOR = RIM ELEV 31.000 I
LEAD c/w #150mm REDUCER PLUG EXISTING LEAD s g D CAUTION INV S 229.35
< R O (230.91) |Low pRopERTY_v INSTALL 7.2m OF 250 CB
v R —= B o—0 o o—0 o9 b—o = = = F LEAD c/w 1509 REDUCER
Ll S ,E A )S fg\ ) WS B ]
3| —————e——— —— S A Nee—— |~ S IS R DETAIL 1
o| o L ! 4 150 Cl Wi
0|2 \ —— (230.707) (230.733) (230.759) (230.807) . S =5 SAFETY MEDIAN
\1 : e o 50 GAS
OJ_ $ i NTS
<‘:( © CAUTION GAS
g M = ———— — =S[ REINFORCED CONCRETE= "o — — = =
= g+25  —| < : 2450
Z Il = ‘ | APPROACH; SEE NOTE 5 SEALal | ~
z% 5 =
Q= (230.793)- @%
O g <§( \1 —- LU — u " 230.868 EE
& e e e e \ N CONSTRUCT | |
X 5 , S B — PROPOSED TRANSIT -
L T I/\& (230.99) \ P (230.98) I = ol I = STOP 40816 19.05 |
\— REMOVE EXISTING CURB INLET AND | _'g?'__""“c?*“' VARIES 2.00 12.62 ‘ 2.94 | 0.15
. o
CATCH BASIN; ABANDON AND PLUG gg g DITCH | SIDEWALK ROADWAY | SIDEWALK
INSTALL 6.0m SUBDRAINS EXISTING CATCH BASIN LEAD & ) 4.07 550 0.66 437 0.30 EXISTING GROUND
N EACH DIRECTION : LIMIT OF RECONSTRUCTION - — o - —
AS PER OW 3120 INSTALL 1800 CATCH BASIN REPAIR CONCRETE | (TYP.)
(TYP) AS PER SD-024 PAVEMENT AS MATCH EXISTING GRADES ‘
: RIM 230.680 0 #360 N¢’REQUIRED <22% 0 I
INV N 8250: 229.030 U":_:'mum BUILDING ,// N . Y B lﬂﬂ,ﬂifﬂ““ 1 9%““ 17% — — i
CONNECT TO EX 300 CONC CS |G IEANING Ltd REMOVE EXISTING — ! ' .
INSTALL 4.6m OF 250 CB LEAD ISLAND . ~_
c¢/w #100mm REDUCER INSTALL DETECTABLE WARNING v REMOVE EXISTING SIDEWALK AND —! — MMA MARKINGS
SURFACE TILE AS PER SD—229AA 7 INSTALL 100mm CONCRETE ey AS PER EXX
(TYP.) P SIDEWALK AS PER SD-228A BEEE r it (TYP.)
L
//% REMOVE EXISTING (TyP.) = e e = BARRIER CURB
P CROSSING AND CURB RAMP . i"‘:"‘j‘“imgmgmgmgmgﬂg\m:m:m:m m:m‘gm‘gﬂgmg‘ . (180mm REVEAL)
NOTES: 7 INSTALL BARRIER CURB oo IEEEEEEEE s il =T1==IF = AS PER SD-204
1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG STANDARD 4 L e — L (TYP.)
CONSTRUCTION SPECIFICATIONS AT TIME OF TENDER. INSTALD ASPHALT = =l 230 PLAIN-DOWELLED CONCRETE T S
2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION. o 7 IRANSITION SLAB o =Tl 100—GRANULAR ‘A BASE COURSE 0.75 a
3. ALL ROADWAY DIMENSIONS SHOWN ARE TO BACK OF CURB. N z 150—50 GRANULAR A SUB BASE (TYP.)
4. RENEW CURB AND SIDEWALK AS IDENTIFIED BY CONTRACT ADMINISTRATOR. 0.45 GEO—GRID 150 SUB DRAIN c/w
5. CONSTRUCT 150mm REINFORCED CONCRETE ALLEY APPROACHES AND 200mm REINFORCED CONCRETE COMMERCIAL (TYP.) 300—100 GRANULAR A SUB BASE SAFETY MEDIAN STONE AND DRAINAGE
APPROACHES WITH 75mm OF GRANULAR A BASE, 300mm-—50mm GRANULAR A SUB-BASE, AND MILL/FILL AS DIRECTED BY SEPARATION GEOTEXTILE FABRIC DIMENSION 1S FACE TO FACE FABRIC AS PER SD—245
SEPARATION /FILTRATION GEOTEXTILE FABRIC AS DIRECTED BY CONTRACT ADMINISTRATOR. CONTRACT ADMINISTRATOR PREPARED SUBGRADE SEE DETAIL 1 (TYP.)
6. ALL PRIVATE WALKWAYS TO BE ADJUSTED/RENEWED TO NEW SIDEWALK OR TOP OF CURB ELEVATION, AS REQUIRED.
7. ADJUST ALL WATER VALVES, CURB STOPS, HYDRANTS, MANHOLES, AND CATCH BASINS TO NEW GRADES, AS REQUIRED. m -
8. MODIFIED BARRIER CURB TO BE CONSTRUCTED AT INTERSECTION RADI AND BACK LANE RADII WHERE R<25m. H \CROSS-SECTION AT STA. 8+70
9. ALL EXISTING LONG WATER SERVICES TO BE INSULATED AS PER SD—018, AS REQUIRED. INSTALL NEW SIDEWALK \:/NTS METR'C

—_

0. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT,

TO BE DONE SO AT THE EXPENSE OF THE CONTRACTOR AS NECESSARY.
11. CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF CONSTRUCTION
FROM DAMAGE FROM CONSTRUCTION ACTIMITIES AS OUTLINED IN THE SPECIFICATIONS.
12. ALL BOULEVARDS TO BE SODDED UNLESS OTHERWISE NOTED.
13. WATER MAIN, STREET LIGHTS, AND TRAFFIC SIGNALS TO BE RENEWED. REFER TO THEIR RESPECTIVE TENDER DRAWINGS.

REMOVAL OR REPLACEMENT,

STOP 40816 TO

RELOCATE TRANSIT

CROSSING (TYP.)

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

s ENGINEERS

FAR SIDE —
_ WATER MAIN . #n CIVIC ADDRESS — ﬁniﬂﬁ%guﬂsm
———————| LAND DRAINAGE SEWER |———— £ IRON BAR ge .
———-——| WASTE WATER SEWER |———=—vo —s HYDRO POLE & LIGHT STANDARD Certificate of Authorization
_—— HYDRO o—, e+ |LIGHT STANDARD OR TRAFFIC SIGNAL| e— o FOR TEN DER PU RPOSES ONLY WSP Canada Inc.
— BELL/MTS 'y HYDRO POLE No. 5750
L/ : TR0 POLE NOT FOR CONSTRUCTION
——————————— SIGNALS DETECTABLE WARNING SURFACE TILE ERx
O MANHOLE o EDGE OF SIDEWALK LOCATIONS APPROVED GBM.  #654316 - HENDERSON HWY. & JOHNSON AVE. CENTRE MEDIAN, BENEATH WSP Canada Inc. | - enGIEERs seaL ‘i O> TH E C I TY O F Wl N N I P EG
- CATH BASK R —— FENCE UNDERGROUND STRUCTURES | aev %™ \ \ \ ) Winipeg, B R3T 655
CURB INLET v PROPERTY LINE t. 204.477.6650 N PUBLIC WORKS DEPARTMENT
UTILITIES ADJUSTED A00 |————— EDGE OF ASPHALT = |————— : 7 f. 204.474.2864
2004742604 Winnipeg ENGINEERING SERVICES DIVISION
] PLUG ] EDGE OF CONCRETE SUPV U/G STRUCTURES DATE 6
_____ — DESIGNED CHECKED CITY DRAWING NUMBER
O HYDRANT 2 3 MODIFIED BARRIER CURB — NORTH PROPERTY 5 o SS o SS 2023 JOHNSON AVENUE WEST P-3564-10
® VALVE ® —_— — — BARRIER CURB —_—-—-- — SOUTH PROPERTY LOCATION OF UNDERGROUND STRUCTURES AS 4 SHEET o
J CURB STOP 7 BARRIER CURB AND GUTTER ROADWAY CROWN N — DAl NI I o SB APPROVED VM PAVEMENT RENEWAL 10 10
EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN
230.99 GROUND GRADE CONCRETE SIDEWALK . ; ROADWAY CENTRELINE LOGATIONS ARE EXAGT CONFIRMATION OF 2 o sone JOHNSON AVENUE WEST
(231.00) PAVEMENT GRADE 31.000 CONCRETE PAVEMENT ] NORTH GUTTER EXISTANCE AND EXACT LOCATION OF ALL SERVICES 1 ‘ 1:250 RELEASED FOR - ==== TENDER NO
MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES VERTICAL CONSTRUCTION CONSULTANT AGAD DWG. NO. CONCRETE RECONSTRUCTION '
—) ANCHOR ASPHALT TRANSITION SLAB —1|-————- SOUTH GUTTER  |==—e——— BEFORE PROCEEDING 0 | I1SSUED FOR TENDER w3014 | KB 1:10 928-2022
- - - + + -
EXISTING LEGEND-PLAN PROPOSED EXISTING LEGEND-PLAN PROPOSED EXISTING LEGEND-PROFILE PROPOSED NO. | REVISIONS DATE BY DATE 2019/09/18 DATE _— 19M-00985-00-210 STA.8+10 TO STA. 8+85




	Sheets and Views
	928-2022_Drawing_P-3564-10-R0


