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VERTICAL TRANSITION
IN BARRIER NEW SIDEWALK OVERLAY AND

BARRIER CURB

810 mm VERTICAL CONCRETE
BARRIER WITH PEDESTRIAN RAIL (TYP)
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REINFORCED CONCRETE PILE
CAP BEAM ON 762 Ø PILES (TYP)

RELOCATION OF TRAFFIC
SIGNALS BY OTHERS
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APPROX. LOCATION OF
EXISTING 300 Ø PILES (TYP)
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EXISTING UTILITY
POLE TO REMAIN

P1
P2

P3

P4

P5

P6

P7 P8 P9

P1
0

REINFORCED CONCRETE
PILE CAP BEAM BEAM ON
762 Ø PILES (TYP)

RELOCATION OF TRAFFIC
SIGNALS BY OTHERS

RELOCATION OF TRAFFIC
SIGNALS BY OTHERS

RELOCATION OF STREET
LIGHTS BY OTHERS

762 Ø CONCRETE PILES,
SEE LAYOUT TABLE (TYP)
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762 Ø DRILLED  CAST-IN-PLACE
CONCRETE PILE

A
- -

TYPICAL SECTION
SCALE:  1:25
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16 - P2002 BARS

TOP OF PILE ELEVATION
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CAST-IN-PLACE CONCRETE
PILE CAP BEAM AND BARRIER

16 - P2001 BARS
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P1501 STIRRUPS AT 300

18 - P2001 LAPPED WITH 16 - P2002

762 Ø DRILLED CAST-IN-PLACE
CONCRETE PILE
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SECTION
SCALE:  1:10

762 Ø PILE BELOW

C
- -

SECTION
SCALE:  1:25

BAR HOOKS ON P2002 TO BE
INSTALLED AS SHOWN TO

MAINTAIN MINIMUM COVER AND
FACILITATE PILE CAP BEAM BAR

PLACEMENT
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PILE CAP BEAM
LONGITUDINAL
REINFORCEMENT

C1501-1 PLACED AS SHOWN
AROUND PILE
REINFORCEMENT. BUNDLE 2
C1501 ON EACH SIDE OF PILE
REINFORCEMENT.

NOTE: CONTRACTOR TO
ENSURE THAT PILE
REINFORCEMENT IS
POSITIONED TO FACILITATE
INSTALLATION OF PILE CAP
BEAM REINFORCEMENT.

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

METRIC AS SHOWN

08220042500-Rte 90-Pile Details.dwg
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PILE LAYOUT AND DETAILS
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MORRISON HERSHFIELD

No. 1736
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RELEASED FOR CONSTRUCTION
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LOCATION OF UNDERGROUND STRUCTURES
AS SHOWN ARE BASED ON THE BEST
INFORMATION AVAILABLE BUT NO
GUARANTEE IS GIVEN THAT ALL EXISTING
UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT.  CONFIRMATION OF
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE
INDIVIDUAL UTILITIES BEFORE PROCEEDING
WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES
COMMITTEE

LOCATION APPROVED
UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

TENDER No. 971-2022

THE CITY OF WINNIPEG
PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION
CITY DRAWING NUMBER

27
DRAWING NUMBER

REHABILITATION OF ROUTE �� CULVERT
OVER OMAND'S CREEK

22/03/14

C315-21-

BM
ELEV

23-018
235.300 m

S.E. Cor. Notre Dame Ave. 	 Sherwin Rd., Tblt. in W. Conc.
foundation No. 2070 Notre Dame Ave., 0.8 m S. 	 0.7 m
below Conc. blocN of N.W. Cor. of bldg.

 BY: VAIBHAV BANTHIA, P.ENG.

22/12/16
AGGISSUED FOR TENDER0 22/12/16

PLAN
SCALE:  1:100

0 2.5 5.0m

NOTE: CONTRACTOR TO COORDINATE RELOCATION OF TRAFFIC
SIGNALS WITH TRAFIC SIGNALS UNDERGROUND CONTRACTOR
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