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PC 0+048.039
O/S 48.716 L

PCC 0+050.706
O/S 19.560 L

PT 0+062.578
O/S 10.973 L

PC 0+078.812
O/S 10.973 L

POC 0+084.374
O/S 14.722 L

POT 0+038.337
O/S 41.444 R
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TRANSITION CONCRETE BARRIER
FROM 813 mm TO 100 mm HEIGHT

INSTALL DETECTABLE
WARNING TILE (TYP)

CAUTION: HYDRO
POLE TO REMAIN

1.
50

0

0+067.497
O/S 14.378 R

PT 0+059.679
O/S 13.953 R

0+044.639
O/S 24.403 R

0+041.929
O/S 30.683 R

REMOVE EXISTING ALUMINUM
BALANCED BARRIER

REMOVE EXISTING ALUMINUM
BALANCED BARRIER

POC 0+074.631
O/S 14.947 L

PCC 0+062.578
O/S 13.473 L

PC 0+053.080
O/S 20.342 L

POT 0+052.190
O/S 23.286 L

TRANSITION CONCRETE BARRIER
FROM 813 mm TO 100 mm HEIGHT

3.
97

5

5.0002.
50

0

ADJUST EX MH F&C (TYP)

CONTROL LINE
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PC 0+045.628
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PCC 0+053.774
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INSTALL 460 DEEP CP SD-023
RIM EL 34.250, 250 E INV 33.300,
BOT EL 33.300
C/W 250 x 3.462 DCP
CONNECTED TO EX CB

REMOVE EX CP AND LEAD
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O/S 11.142 R13
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MILL 1.50 m WIDE HEADER &
OVERLAY. MATCH EX GRADES

50 mm ASPHALT OVERLAY
200 REINFORCED CONCRETE

75 BASE COURSE MATERIAL - GRANULAR A LIMESTONE
300 SUBBASE - 50 mm GRANULAR A LIMESTONE

SEPARATION GEOTEXTILE FABRIC

RENEW 100 mm CONCRETE
SIDEWALK TO LIMITS SHOWN (TYP)

CONCRETE MEDIAN SLAB
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LENGTH

105.054

RADIUS DELTA TANGENT START STATION

0+000.000

NORTHING
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TANGENT

3.611

15.025
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7.233
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7.569
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REHABILITATION OF ROUTE 90 CULVERT
OVER OMAND'S CREEK

22/03/14

C315-21-

BM
ELEV

23-018
235.300 m

S.E. Cor. Notre Dame Ave. & Sherwin Rd., Tblt. in W. Conc.
foundation No. 2070 Notre Dame Ave., 0.8 m S. & 0.7 m
below Conc. block of N.W. Cor. of bldg.
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