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100 mm (4") NON-REINFORCED CIP 
CONCRETE AS PER CW 3325. TEXTURED 
BROOM FINISH

150 mm COMPACTED  20 mm (3/4" DOWN) 
GRANULAR BASE AS PER CW 3325

25 mm (1")  DEEP, 3-5 mm WIDE SAWCUT 
SPACED 1500 mm (5'0") OR AS PER DRAWINGS
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25

COMPACTED SUBGRADE

General Notes
1. CIP Concrete Pavement Works as 

per CW 3325
2. Sub-Grade, Sub Base & Base 

Coarse Construction as per CW 3110
3. Topsoil & Seed as per CW 3520 and 

CW 3540
4. Topsoil & Sod as per CW 3510 and 

CW 3540

REVISION:          0

EX. SOD

TURF REPAIRS
(AS SPECIFIED)

R 5/8"
[R 15]

NON-WOVEN GEOTEXTILE FABRIC TO BE 
PLACED BETWEEN SUBGRADE AND GRANULAR 
BASE AS PER CURRENT CW 3130.
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CROSSFALL MIN. 1% - MAX. 2%

COMPACTED SUBGRADE

5'-0"
1530 OR AS SPECIFIED IN DRAWINGS
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SIDEWALK PROFILE

SIDEWALK SECTION
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