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CONSTRUCTION NOTES:
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PROVIDE AND INSTALL NEW TELEPHONE CABLING FROM THE EXISTING TELEPHONE N.I.D. TO THE CONTROL PANEL 1.
CP—F81 AND GROUND THE N.LD..

ALL EXTERNAL WALL PENETRATIONS ARE TO BE APPROPRIATELY SEALED.
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GENERAL NOTES:

PROVIDE AND INSTALL LOCKABLE ANTENNA ENCLOSURE, SEE DRAWING 1-0118F—A0013—001 FOR DETAILS.

DEMOLISH EXISTING CONDUCTORS FROM THE EXISTING 24V DC POWER SUPPLY INTERNAL TO CSO PANEL, INCLUSIVE
TO TB2-9 AND TB2-16.

CONNECT NEW 24V DC POWER SUPPLY CONDUCTORS TO TB2—-9 AND TB—16, SEE DRAWING 1-0118F—A0004 AND
1-0118F-A0025 FOR DETAILS.

ADD NEW LAMACOID TO EXISTING CSO PANEL. LAMACOID TO STATE: "CAUTION: THIS PANEL IS ELECTRICALLY POWERED
BY MORE THAN ONE SOURCE."

TO MOUNT DEVICE IN CLOSE PROXIMITY TO THE WET WELL LADDER. SEE INSTALLATION DETAIL B.

TO PROVIDE A SWING ARM AND MOUNT IN CLOSE PROXIMITY TO THE WET WELL LADDER. DOCKING ARM TO BE
MOUNTED USING 115mm LONG KWIK BOLTS, SIZED TO MATCH THE BRACKET HOLE. MOUNT LEVEL ELEMENT AND
SWING ARM AS ILLUSTRATED ON DETAIL A. SEE DRAWING 1-0118F-P0002 FOR MOUNTING ELEVATION.

ADD NEW LAMACOID TO EXISTING CSO PANEL. LAMACOID TO STATE:
"POWER SUPPLY SOURCE
24VDC — PANEL

FLOAT SWITCH TO BE MOUNTED BELOW SWAY RING, TIE WRAP TO BE INSTALLED ABOVE STRAIN RELIEF ON FLOAT

PROVIDE AND INSTALL NEW PROGRAMMABLE LOGIC CONTROL (PLC) PANEL CP—F81. PROVIDE STRUT SUPPORT
STRUCTURE SECURED TO FLOOR AND CEILING TO SECURELY MOUNT CP-F81.

WALL MOUNT THE NEW UPS BATTERY ENCLOSURE AND ACCESSORIES ABOVE CONTROL PANEL CP-F81. ANCHOR TOP
OF ENCLOSURE TO STUDS.
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NEW HVAC EQUIPMENT IS NOT SHOWN FOR CLARITY.
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