A1 SIZE — 594mm x 841mm

SPECIFIC _NOTES: GENERAL NOTES:

1. ALL EQUIPMENT, DEVICES AND CABLING SHOWN ARE NEW UNLESS

@ PROVIDE AND INSTALL NEW 4FT LED LIGHT FIXTURES LOCATED AS OTHERWISE INDICATED AS EXISTING.

SHOWN MOUNTED AT A HEIGHT OF 2134mm TO THE BOTTOM.

LIGHT FIXTURES LABELLED 'W.P." ARE TO BE CONTAINED IN A

WEATHERPROOF RATED ENCLOSURE. ALL LIGHT FIXTURES IN THE 2 QELWNEiV}’HESS&%ENH?ESSALLED LOCATED IN- THE DRY WELL 15 10
WET AND DRY WELLS ARE TO BE CONTROLLED BY SWITCH 'a’ ON

MAIN FLOOR. SEE DRAWING 1-00118F—E0006-001. 3. ALL NEW EQUIPMENT INSTALLED LOCATED IN THE WET WELL IS TO

BE EXPLOSION PROOF.
PROVIDE AND INSTALL DUPLEX RECEPTACLES AS SHOWN. ALL

RECEPTACLES LABELLED 'W.P." ARE WEATHERPROOF RATED.

PROVIDE NEW EMERGENCY LIGHTING REMOTE FIXTURES INSTALLED
WITH THE BOTTOM OF THE FIXTURE NOT LESS THAN 2.0M ABOVE

THE FINISHED FLOOR. ALL LIGHT FIXTURES LABELLED BY 'W.P.
ARE WEATHERPROOF RATED. ALL LIGHT FIXTURES LABELLED BY

‘E.X." ARE EXPLOSION PROOF RATED.

PROVIDE AND INSTALL NEW SEAL WATER SOLENOID. SOLENOID ,
COIL TO BE RATED FOR 120 VAC. | EGEND:

PROVIDE AND INSTALL LIGHT FIXTURES LOCATED AT A HEIGHT OF DlSC HAF\)GE N P’Al’\lELBOARD FEED — CIRCUIT #
300mm TO THE TOP OF THE FIXTURE FROM THE FINISHED 1t (o’ AFTER CCT # DENOTES
CHAMBER

CEILING IN THE WET WELL. FIXTURES LABELLED 'EX.’ ARE TO BE LOAD ON A LIGHT SWITCH)
EXPLOSION PROOF RATED. ALL LIGHT FIXTURES IN THE WET AND

DRY WELLS ARE TO BE CONTROLLED BY SWITCH 'a’ ON MAN WET WELL — P_FO5 @ P—FOT
FLOOR. SEE DRAWING 1-0118F~E0006-001. ACCESS  ORY WELL

PROVIDE AND INSTALL NEW EMERGENCY STOP BUTTON STATIONS MANHOLE SUMP PUMP
FOR EACH PUMP MOTOR. STOP BUTTON ENCLOSURES ARE TO BE

WEATHERPROOF RATED. @ % FUERGENCY. LGHTING
PROVIDE AND INSTALL CONNECTION TO NEW 10kW UNIT HEATER \O E REMOTE FIXTURE

EMERGENCY LIGHTING
BATTERY BANK
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