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1. DRAWING INFORMATION BASED ON HISTORICAL [ ] EXISTING EQUIPMENT TO REMAN
DRAWINGS AND SITE INVESTIGATIONS.
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2. COORDINATE WITH DIVISION 26 WHERE EQUIPMENT
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STRUCTION NOTES:

SUPPLY AND INSTALL NEW SUMP PUMP, PIPING, VALVES |7 =
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GRD—-F642

AND CHECK VALVES. CONNECT TO EXISTING WET WELL
DISCHARGE. SEE PIPING SCHEMATIC AND PIPING ISOMETRIC
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SUPPLY AND INSTALL NEW ELECTRIC DUCT HEATER C/W AR
PROVING SWITCH.
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SUPPLY AND INSTALL NEW MOTORIZED DAMPERS. AC—F64

SUPPLY AND INSTALL NEW DUCT WORK WITH 50mm
EXTERIOR INSULATION AS SHOWN ON DRAWINGS. JACKETING
AS PER SPECIFICATIONS.

LINE INDICATES CLEARANCE REQ'D

FOR LIFTING WELL AND ROOF
HATCH

SUPPLY AND INSTALL NEW FILTER SECTION.
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EXIST. CONC. PAD

SUPPLY AND INSTALL NEW WATER SERVICE SHUTOFF, WATER
METER, VALVES, BACKFLOW PREVENTER, AIR GAP DRAIN TO

SUMP PIT. INSTALL BELOW DUCTWORK. DO NOT OBSTRUCT

ENTRANCEWAY. REFER TO PIPING SCHEMATIC AND PIPING EX|ST.
ISOMETRIC ON DRAWING MO003 FOR DETAILS.

SUPPLY AND INSTALL SUPPLY AIR TEMPERATURE SENSOR AT EXISTING
BOTTOM OF DUCT. oUCT TO\ ~/

SUPPLY AND INSTALL NEW AIR CONDITIONING UNIT. PROVIDE REMAIN ~
ROUGH OPENING 1405X2420MM. SEE STRUCTURAL DRAWINGS

AND MANUFACTURER INSTRUCTIONS FOR FRAMING DETAILS,

WALL MOUNT, AND DUCT PENETRATIONS. MAKE

WEATHERTIGHT. PROVIDE UNISTRUT STAND FOR UNIT TO EXISTING |

SUPPORT WEIGHT. DUCTWORK TO TRANSITION TO UNDERSIDE DISCHARGE \
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SUPPLY AND INSTALL DIFFUSERS IN DUCTWORK. ADJUST
BLADES TO DISTRIBUTE AIR TOWARDS MOTORS.
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EXIST. LOUVER TO 1< ) INFILL OPENING WITH NEW PRESSURE
REMAIN 2:0:0342 TREATED 20mm PLYWOOD AND STUDS,
e%e SEALED AROUND EDGES WITH CAULKING,
o gg.:.;g PAINTED TO MATCH EXISTING.
o S < INSULATION, VAPOUR BARRIER, AND
L ?:’:’:‘? INTERIOR FINISHING AS PER
\, >< - g STRUCTURAL/ARCHITECTURAL DRAWINGS.
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