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50 ASPHALT OVERLAY
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100 - 20 mm BASE COURSE (GRANULAR A)
400 - 50 mm SUB-BASE (GRANULAR A)

SEPARATION / FILTRATION GEOTEXTILE FABRIC

PATCH  ASPHALT PAVEMENT
100 mm THICK (TYP)
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NOTES
1. ADJUST MH AND CB RIMS TO NEW GRADES.
2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR
REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF
THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
PROTECT EXISTING TREES WITHIN THE LIMITS OF
CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION
ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

4. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
UTILITIES/SERVICES IN THE FIELD PRIOR TO
CONSTRUCTION.

5. MODIFIED BARRIER CURB TO BE USED AT ALL
INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.
CB SD-025 OFFSETS ARE DIMENSIONED O/C.

7. REFER TO TENDER FOR DETAILS REGARDING TRAFFIC
MANAGEMENT.

8. ADJUST EXISTING WATER VALVES AND WATER SERVICE
CURB STOPS TO GRADE.

9. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN
GEODETIC ELEVATIONS.
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CONTROL LINE GEOMETRY
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LENGTH
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RADIUS

344.620

DELTA
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TANGENT
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FERMOR AVENUE TO COTTONWOOD ROAD
 REHABILITATION
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LOCATION OF UNDERGROUND STRUCTURES
AS SHOWN ARE BASED ON THE BEST
INFORMATION AVAILABLE BUT NO
GUARANTEE IS GIVEN THAT ALL EXISTING
UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT.  CONFIRMATION OF
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE
INDIVIDUAL UTILITIES BEFORE PROCEEDING
WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES
COMMITTEE

LOCATION APPROVED
UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

TENDER No. 207-2023

THE CITY OF WINNIPEG
PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION
CITY DRAWING NUMBER

19

55-015
233.170 m

Lagimodiere Blvd. W. side at Bibeau Bay, Tblt. in E. Conc.
foundation pumping station, 1.3 m N. & 0.5 M below brick
of S.E. Cor. of Bldg.

DRAWING NUMBER

2023 REGIONAL STREET RENEWAL PROGRAM
P-3569-

Certificate of Authorization
MORRISON HERSHFIELD

No. 1736
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TEST HOLETH-12

ELEVATION
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PAVING STONE
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APRIL 13, 2023
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PROJECT HORIZONTAL AND VERTICAL CONTROL POINTS
CONTROL

POINT

#1

LOCATION

SURVEY BAR @ E PL LAGIMODIERE
BLVD AND N PL FERMOR AVE

NORTHING

9992.577

EASTING

9714.758

ELEVATION

232.09 m

NAD83 DATUM

NORTHING

5524486.119

EASTING

640222.887

THE PROJECT DRAWINGS HAVE A SCALE FACTOR OF 1.0001898106
APPLIED TO CITY OF WINNIPEG GIS INFORMATION TO MATCH LOCAL SURVEYED PROJECT COORDINATES

#2 10762.465 8761.354 232.380 m 5525255.861 639269.664SURVEY BAR @ W PL LAGIMODIERE
BLVD AND S PL BIBEAU RD


		2023-04-28T11:04:39-0500
	James G Kennedy




