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1200 CONC LDS
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TELUS

250 PVC WWS

1350 AQUEDUCT

BELL MTS
BELL MTSSL

MONOLITHIC CONCRETE
SPLASH STRIP SD-223A

MOUNTABLE CURB SD-201
(TYP)

4.
20

0
4.

20
0

3.
50

0

ADJUST EX MH F&C (TYP)

1.0
TYP

ADJUST EX CB F&C (TYP)

PATCH  ASPHALT PAVEMENT
100 mm THICK (TYP)1.0 OF 250 SEWER REPAIR SD-022A

SEWER ID S-CL50009954
16.2 TO JUNCTION FROM O-100007107

1.0 OF 250 SEWER REPAIR SD-022A
SEWER ID S-CL50009948

4.3 TO JUNCTION FROM S-CB50008173

S-CB50008173

S-CB50008172

O-100007107

2.0 OF 250 SEWER REPAIR SD-022A
SEWER ID S-CL50009947
7.1 TO 9.1 FROM S-CB50008172

1.5 OF 250 SEWER REPAIR SD-022A
SEWER ID S-CL50009942

5.2 TO 6.7 FROM S-CB50008167
RE-ROUTE CONDUIT OVER CB LEAD

S-MH50008138

S-CB50008167

32.777

32.916

33.358

32.664

33.253
32.996

33.135

33.463

S101

C102

L104

NOTES
1. ADJUST MH AND CB RIMS TO NEW GRADES.
2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR
REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF
THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
PROTECT EXISTING TREES WITHIN THE LIMITS OF
CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION
ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

4. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
UTILITIES/SERVICES IN THE FIELD PRIOR TO
CONSTRUCTION.

5. MODIFIED BARRIER CURB TO BE USED AT ALL
INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.
CB SD-025 OFFSETS ARE DIMENSIONED O/C.

7. REFER TO TENDER FOR DETAILS REGARDING TRAFFIC
MANAGEMENT.

8. ADJUST EXISTING WATER VALVES AND WATER SERVICE
CURB STOPS TO GRADE.

9. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN
GEODETIC ELEVATIONS.

CONTROL LINE GEOMETRY

NUMBER

C102

S101

L104

LENGTH

159.925

60.960

364.229

RADIUS

385.000

INFINITY

DELTA

23°48'00"

A=153.198

TANGENT

81.132

START STATION

0+831.915

0+991.840

1+052.800

NORTHING

10400.401

10472.916

10513.773

EASTING

9255.067

9113.816

9068.597

END STATION

0+991.840

1+052.800

1+417.029

NORTHING

10472.916

10513.773

10765.003

EASTING

9113.816

9068.597

8804.880

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

METRIC

1:250
1:10 162204618-Lagimodiere-PP-01.dwg
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LAGIMODIERE BOULEVARD NB

FERMOR AVENUE TO COTTONWOOD ROAD
 REHABILITATION

 PAVING AND GRADING
STA 0+940 TO STA 1+060
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DESIGNED

DRAWN

CHECKED

APPROVED

RELEASED FOR CONSTRUCTION

BM
ELEV

HOR SCALE
VERT SCALE

DATE DATE

PROFESSIONAL'S SEAL

SHEET OF

CONSULTANT FILE NAME

BY

BY

BY

BY

LOCATION OF UNDERGROUND STRUCTURES
AS SHOWN ARE BASED ON THE BEST
INFORMATION AVAILABLE BUT NO
GUARANTEE IS GIVEN THAT ALL EXISTING
UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT.  CONFIRMATION OF
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE
INDIVIDUAL UTILITIES BEFORE PROCEEDING
WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES
COMMITTEE

LOCATION APPROVED
UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

TENDER No. 207-2023

THE CITY OF WINNIPEG
PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION
CITY DRAWING NUMBER

19

55-015
233.170 m

Lagimodiere Blvd. W. side at Bibeau Bay, Tblt. in E. Conc.
foundation pumping station, 1.3 m N. & 0.5 M below brick
of S.E. Cor. of Bldg.

DRAWING NUMBER

2023 REGIONAL STREET RENEWAL PROGRAM
P-3569-

Certificate of Authorization
MORRISON HERSHFIELD

No. 1736

ENGINEERS
GEOSCIENTISTS
MANITOBA

LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW

WATERMAIN

LAND DRAINAGE SEWER
SANITARY/COMBINED SEWER

MANHOLE
CATCH BASIN/CATCH PIT

CURB INLET WITH BOX

GAS

SURVEY BAR
FENCE

TREECATV/FIBRE OPTIC
TRAFFIC SIGNALS/PIT

CB LEAD/SSP/DCP

SUBDRAIN
DITCH

PROPERTY LINE

BOC/EDGE OF PAVEMENT

TEST HOLETH-12

ELEVATION
TRAFFIC SIGN

33.000

CONCRETE PAVEMENT
CONC SIDEWALK/MEDIAN

ASPHALT PAVEMENT
PAVING STONE

GRAVEL

PLANING/REMOVAL
RAMP CURB

33.333

HYDRO HANDWELL/CABINET
MTS HANDWELL/PEDESTAL

JGKISSUED FOR REVIEWA 23/04/13
APRIL 13, 2023

JGKISSUED FOR TENDERB 23/04/28
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