
CARNEGIE LIBRARY ROOF REPLACEMENT
380 WILLIAM AVE

GENERAL DRAWING NOTES

THESE DRAWINGS SHALL NOT BE SCALED.

CONTRACTOR SHALL SATISFY HIMSELF THAT ALL DIMENSIONS, ELEVATIONS, DATUMS AND DETAILED INFORMATION SHOWN ARE 
CORRECT.

CONTRACTOR TO VERIFY ALL EXISTING SITE CONDITIONS AND REPORT ALL DISCREPANCIES TO THE CONSULTANT 5 DAYS PRIOR TO 
CLOSE OF TENDER.

CONTRACTOR TO COMPARE BID DOCUMENTS WITH WORK IN PLACE.

CONTRACTOR TO SEAL ALL PENETRATIONS WITH FIRE STOP CAULKING THROUGH FIRE SEPARATIONS TO MAINTAIN THE INTEGRITY OF 
THE FIRE SEPARATION.  

ALL DUCTS, FLOOR GRILLES AND PITS TO BE SIZED BY MECHANICAL.

CONTRACTOR TO PATCH AND MAKE GOOD ALL WALL, CEILING AND FLOOR SURFACES AFFECTED BY THE DEMOLITION WORK.

THESE DRAWINGS TO BE READ IN CONJUNCTION WITH ALL OTHER DRAWINGS, SCHEDULES, SPECIFICATIONS AND DETAILS.  REFER 
ALSO TO ENGINEERING DRAWINGS AND SPECIFICATIONS AS APPLICABLE.

CONSULTANT TEAM

ARCHITECTURAL AGER LITTLE ARCHITECTS INC.
202C - 275 BROADWAY
WINNIPEG, MB
R3C 4M6
(204) 414 9191

STRUCTURAL CROSIER KILGOUR PARTNERS LTD.
300 - 275 CARLTON STREET
WINNIPEG, MP
R3C 5R6
(204) 943 7501

MECHANICAL EPP SIEPMAN ENGINEERING INC
303 - 100 OSBORNE STREET SOUTH
WINNIPEG, MB
R3L 1Y5
(204) 453 1080
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ABBREVIATIONS

- 2 1/2" CLOSED CELL SPRAY FOAM INSULATION
- 2 1/2" 25 GA STEEL STUD
- 5/8" TYPE X GYPSUM BOARD

15 MIN FIRE RESISTANCE RATING

- 5/8" TYPE X GYPSUM BOARD
- 3 5/8"  25 GA STEEL STUD
- 5/8" TYPE X GYPSUM BOARD

Winnipeg

BUILDING CODE ANALYSIS

PROJECT DESCRIPTION:
This project consists of demolition of the existing combustible roof, including: partial demolition of existing 
chimneys to below new roof level; partial demolition of passive ventilation roof units to below new roof level; 
demolition of miscellaneous pipes and vents to below new roof level; and demolition of existing roof 
drain and roof drain line to below new roof level.  The project also consists of the construction of a new 
noncombustible roof structure and new roof; construction of new roof drains and associated 
plumbing tied back into the existing roof drain; construction of walls and doors to subdivide the attic space; 
and insulation of the exterior wall from the existing ceiling level to the underside of the new roof.

ADDRESS: 380 William Ave

AREA OF RENOVATION: Complete roof structure & roof system replacement

SPECIFICATIONS: Fire alarm system
Building is not sprinklered

PARKING: Remains unchanged

SECTION 3.1 GENERAL
Major Occupancy: Remains unchanged

Building Height: ± 14.75 M, Basement, Main & Second Floor & 2 Mezzanines

Occupant Load: Remains Unchanged

SECTION  3.2.2, BUILDING SIZE & CONSTRUCTION:

Existing Construction: Combustible & Non-Combustible

Existing Floor Assembly: Combustible & Non-Combustible

Existing Load Bearing
Columns & Walls: Non-Combustible

Existing Roof Construction: Combustible

New Roof Construction: Non-Combustible subdivided into compartments < 3230 sq.ft.

SECTION  3.4, EXITS: Remains Unchanged

SECTION  3.7, WASHROOMS: Remains Unchanged
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