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PARK PATHWAY 
CRUSHED LIMESTONE

SCD-646

January 12, 2012
NTS
SP

3000 mm (10') MIN.
OR AS SPECIFIED ON THE DRAWINGS 

Ex. Sod
Ex. Sod

75mm75mm

COMPACTED SUB GRADE

MIN. 1.0% - MAX. 2%

TURF REPAIRS
(AS SPECIFIED)

NON-WOVEN GEOTEXTILE FABRIC TO BE PLACED 
BETWEEN SUBGRADE AND GRANULAR 
BASE as per CW 3130-latest revision 

150 mm (6") CRUSHED LIMESTONE
SUB-BASE, 50 mm (2") DOWN

50 mm (2") CRUSHED LIMESTONE
BASE COARSE, 20 mm (3/4") DOWN

25.4 mm (1") CRUSHED LIMESTONE 
TOPPING MATERIAL, 6 mm (1/4") DOWN

(3")(3")

General Notes
1. Sub-Grade, Sub Base & 

Base Coarse Construction 
as per CW 3110

2. Topsoil & Seed as per 
CW3520 and CW 3540

3. Topsoil & Sod as per CW 
3510 and CW 3540

REVISION: 1

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

METRIC

AS NOTED
N/A 52
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CREEK BEND ROAD
 LANDSCAPING
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LANDSCAPE DETAILS
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BY
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LOCATION OF UNDERGROUND 
STRUCTURES AS SHOWN ARE BASED ON 
THE BEST INFORMATION AVAILABLE BUT NO 
GUARANTEE IS GIVEN THAT ALL EXISTING 
UTILITIES ARE SHOWN OR THAT THE GIVEN 
LOCATIONS ARE EXACT.  CONFIRMATION OF 
EXISTENCE AND EXACT LOCATION OF ALL 
SERVICES MUST BE OBTAINED FROM THE 
INDIVIDUAL UTILITIES BEFORE PROCEEDING 
WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES
COMMITTEE

LOCATION APPROVED
UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

THE CITY OF WINNIPEG
PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION
CITY DRAWING NUMBER

RELEASED FOR 
CONSTRUCTION

52

78-009
232.749 m

N.W. Cor. Paddington Rd. & Dakota St., 19 mm dia. x 6.1 m 
I.B. in Valve Box, 5.5 m S. of N.L. Paddington Rd. & on 
W.L. of Dakota St., in traffic island.

DRAWING NUMBER

CREEK BEND ROAD BRIDGE REPLACEMENT
AND RELATED WORKS

JULY 28, 2023

L

JULY 28, 2023LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW LEGEND - PLANEXISTING NEW

WATERMAIN

LAND DRAINAGE SEWER
SANITARY/COMBINED SEWER

MANHOLE
CATCH BASIN/CATCH PIT
CURB INLET WITH BOXHYDRO HANDWELL/CABINET

MTS  HANDWELL/PEDESTAL
GAS

SURVEY BAR
FENCE

TREECATV/FIBRE OPTIC
TRAFFIC SIGNALS/PIT

CB LEAD/SSP/DCP

SUBDRAIN
DITCH

PROPERTY LINE

BOC/EDGE OF PAVEMENT

TEST HOLE

ELEVATION
TRAFFIC SIGN

33.000

CONCRETE PAVEMENT
CONC SIDEWALK/MEDIAN

ASPHALT PAVEMENT
PAVING STONE

GRAVEL

PLANING/REMOVAL
RAMP CURB

TH-12

33.333
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STANDARD DETAIL
FOR TREE PLANTING

SCD-517

JAN 2011
N.T.S.
SP

TRUNK PROTECTION:  100mm DIA. x 
600mm LENGTH WEEPING TILE 
MATERIAL SLICED AND WRAPPED 
AROUND BASE OF TREE

EXISTING FINISHED GRADE

CUT AND REMOVE BURLAP FROM THE 
TOP 1/3 OF ROOT BALL.  FOLD 
BACK/CUT OFF WIRE BASKET FROM 
TOP OF ROOT BALL.  REMOVE ALL 
TWINE.

TREE PIT:  2 X DIAMETER OF ROOT BALL

TREE SET PLUMB

PIT TO BE DUG
WITH BACKHOE

MULCH (100mm DEPTH)

STAKE ON ONE OR TWO SIDES AND 
GUYING STRAP (WHERE REQUIRED)

BERM FORMING WATER DISH USING 
SOIL AROUND THE OUTSIDE EDGE 
OF THE ROOT BALL

SCARIFY SIDES OF TREE PIT TO THE 
DEPTH OF ONE SHOVEL BLADE

TAMPED SOIL MIX

UNDISTURBED SOIL

REVISION:
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WASTE RECEPTACLE
SIDE OPENING METAL SLAT TYPE

SCD-119

Jan 14, 2021
N.T.S.
GZ

WIRE BASKET

PLAN

2 x ALLAN
SCREWS - 
13mm x 
19mm long 
(1/2" x 3/4")

51mm 
I.D. S.T.D 
PIPE

TO TAKE PADLOCK

CONCRETE BASE

NOTE FOR GALVANIZED FINISH:

- METAL TO BE HOT DIPPED  
  GALVANIZED.
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REVISION: 4

METAL SLAT WR:
Galvanized Finish:  Product # 52501063GLV

WIRE BASKET:
Galvanized Finish:  Product # 52501058GLV
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TACHE BENCH COMPOSITE
WITH ARMS
 

SCD-121A

August 06, 2020
NTS
GZ

1828

101.2101.2

37
2

POURED IN PLACE 
CONCRETE BASE

50 mm SQUARE TUBING

FINISH GRADING

SIDE ELEVATION FRONT ELEVATION

MATERIALS

COMPOSITE SLATS:
-  89mm x 89mm COMPOSITE BOARDS
-  CEDAR TONE FINISH

METAL OPTIONS:

- GALVANIZED - Product # 52501085GLV

914

430

300
min.

80

300

600 min

300

450-
500 340-

390

110

450-500

TOP 
OF 
SEATARM REST

POURED IN PLACE 
CONCRETE BASE

ARM REST x 2

PLAN VIEW

REVISION: 3

40
0

15
0

61
0

50

MAX 500

PLANTING SOIL. PLANTING BEDS TO BE FILLED 
IN LAYERS NOT TO EXCEED 150mm (6") IN 
DEPTH. TAMP DOWN TO REMOVE AIR POCKETS. 
REFER ALSO TO SPECIFICATIONS

EXISTING SUBSTRATE

MATCH DEPTH OF SHRUB PLANTING TO THE 
EXISTING PLANTING DEPTH. REMOVE PLASTIC 
AND/OR FIBRE POTS

WIRE MESH PROTECTIVE FENCING. 10 GAUGE 50mm 
x 50mm (2" X 2") GALVANIZED WELDED WIRE MESH. 
FASTENED TO WOOD STAKES TO FORM FENCING 
AROUND SHRUBS AND MASS PLANTING AREAS

1220mm (48") ROUNDED TOP WOOD STAKE

NOTES:
1. PLANTING LOCATIONS TO BE CONFIRMED ON SITE BY CONTRACT ADMINISTRATOR

61
0

SHRUB PLANTING
Scale: 1:20

1
03

NOTES:
1. PLANTING LOCATIONS TO BE CONFIRMED ONSITE BY CONTRACT ADMINISTRATOR

40
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0

61
0

50
61

0

MAX 500

AMMEND EXISTING SOIL TO A DEPTH OF 400mm (16")

EXISTING SUBSTRATE

WIRE MESH PROTECTIVE FENCING. 10 GAUGE 50mm 
x 50mm (2" x 2") GALVANIZED WELDED WIRE MESH. 
FASTENED TO WOOD STAKES TO FORM FENCING 
AROUND SHRUBS AND MASS PLANTING AREAS

1220mm (48") ROUNDED TOP WOOD STAKE

PERENNIALS TO BE PLANTED SO NO ROOTS ARE 
EXPOSED BUT A MAXIMUM OF 13mm (1/2") BELOW 
THE EXISTING PLANTING DEPTH

PERENNIAL PLANTING
Scale: 1:20

2
03
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