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NOTES
1. ADJUST MH AND CB RIMS TO NEW GRADES.
2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR
REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF
THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
PROTECT EXISTING TREES WITHIN THE LIMITS OF
CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION
ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

4. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
UTILITIES/SERVICES IN THE FIELD PRIOR TO
CONSTRUCTION.

5. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN
GEODETIC ELEVATIONS.

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES
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GUARANTEE IS GIVEN THAT ALL EXISTING
UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT.  CONFIRMATION OF
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W.L. of Dakota St., in traffic island.
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