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NUMBER DRAWNG NUMBER DRAWING TITLE cs COMBINED SEWER DESCRIPTION EXISTING PROPOSED
FRM FORCE MAIN
Lbs LAND DRAINAGE SEWER WATER PIPE '
1 13336 COVER PAGE 3 PROPERTY LINE FIRE HYDRANT < +
2 13337 INDEX PAGE — DRAWING INDEX, CONSTRUCTION NOTES, LEGEND, HATCH PATTERNS & ABBREVIATIONS o SEOGRAPHG NroRIATON SYSTEM VALVE ® ®
3 13338 PORTAGE AVENUE — 1ST MH E OF WALL STREET TO MH AT GOULDING STREET B O o CURB STOP : :
REDUCER
4 13339 PORTAGE AVENUE — MH AT GOULDING STREET TO MH AT MINTO STREET e e COUPLING OR SLIDDER x X
5 13340 PORTAGE AVENUE — MH AT MINTO STREET TO MH AT DOMINION STREET (E R) o e NG cross o o
s TRAFFIC SIGNALS BEND - 11.25% 22.5° 45", 90° ~ ~ ~ ) [ ~ 4 T
6 13341 PORTAGE AVENUE — MH AT GARFIELD STREET SOUTH TO TIE-IN AT AUBREY STREET Ao eoonen o - -
7 13342 PORTAGE AVENUE — MH AT BANNING STREET (E OF ¢) TO TIE—IN AT LIPTON STREET g feyiing VERTIGAL BEND " H
8 13343 PORTAGE AVENUE — MH AT BURNELL STREET TO MH AT BANNING STREET (E OF €) o TATOBA e SYSTEM ANooE ?; ®
R.O.W. RIGHT-OF=WAY REPAIR MARKER
9 13344 ST MATTHEWS AVENUE — MH AT STRATHCONA STREET () TO MH AT ASHBURN STREET (§) o e oLue ] Z
10 13345 ST MATTHEWS AVENUE — MH AT VALOUR ROAD TO MH AT TEFLER STREET NORTH o e SEWER PIPE — -
1 13346 ST MATTHEWS AVENUE — MH AT TEFLER STREET NORTH TO TIE—IN AT CLIFTON STREET - o MANHOLE 2 :
CATCH BASIN
12 13347 ST MATTHEWS AVENUE — MH AT GOULDING STREET TO MH AT WALL STREET (W OF §) — vl URB INLET v v
13 13348 ST MATTHEWS AVENUE — MH AT SHERBURN STREET (S OF §€) TO MH AT INGERSOLL STREET (S OF ) Howz. N NCTION | |— | I | I_|
BR |
14 13349 WELLINGTON AVENUE — MH AT LIPTON STREET (W R) TO MH AT LIPTON STREET (€) N MeRosne < orTeH > —p — —_— —p —p —
15 13350 MANHOLE DETAILS — 1 i o CULVERT C=—=—=—3 C=—=—=3
18 13351 MANHOLE DETAILS — 2 : bl SURVEY BAR g ;
SURVEY MONUMENT
17 13352 MANHOLE DETAILS — 3 . ot
w/ WITH TREE - DECIDUOUS @
18 13384 MANHOLE REHABILITATION — 1 o CONSTReD W
19 13385 MANHOLE REHABILITATION — 2 o AsoEaTON CONENT TREE — CONFEROUS %
VG OR CLAY VITRIFIED CLAY
a CAST IRON HYDRO - -
DI DUCTILE IRON HYDRO POLE °H
PVC POLYVINYL CHLORIDE LAMP STANDARD o
HDPE HIGH DENSITY POLYETHYLENE
PCCP PRESTRESSED CONCRETE CYLNDER PIPE HYDRO POLE W/STREET LIGHTING He—e
o/c ON CENTER pOLE .
o/s DOWNSTREAM
u/s UPSTREAM GUY ANCHOR —
M.T.S. POLE M
PEDESTAL OR BOX X
SEWER ACCESS NOTES CONSTRUCTION NOTES >
M.T.S. [}
1. THE CONTRACTOR IS RESPONSIBLE FOR DEVELOPING SEWER ACCESS FOR ALL CIPP LINER INSTALLATIONS. THIS 1. EXTERNAL POINT REPAIRS — ALL PIPE SHALL HAVE CLASS B BEDDING WITH BEDDING SAND. TRAFFIC SIGNALS _ . — _ =
MAY INCLUDE PARTIAL OR COMPLETE MANHOLE DISASSEMBLY AND RECONSTRUCTION AS REQUIRED. 2. CONFIRM THE LOCATION OF ALL SEWER SERVICES. TRAFFIG LIGHT STANDARD -
2. WHERE COMPLETE DISASSEMBLY OF MANHOLES IS REQUIRED, THE CONTRACTOR SHALL RECONSTRUCT THE cAs
MANHOLE IN ACCORDANCE WITH DETAIL 1 OR DETAIL 2, DWG 13350 AND DWG 13351. i' :ﬁgig::::: :LNIEE)TJLF;C&%E’:;' g:: i'ff‘s”:":s & WTHN 1.0 m OF PAVEMENT TO BE CLASS 3. e
3. WHERE PARTIAL DISASSEMBLY OF MANHOLES IS SUFFICIENT, MANHOLES SHALL BE RECONSTRUCTED TO EXISTING : - reRE oPTC __ __
CONFIGURATION AND CW2130. 5. INSTALL SEWER SERVICE RISERS TO ELEVATION WHERE MINIMUM SLOPE OF 1% IS
4. EXCEPT WHERE MANHOLE REHABILITATION IS SPECIFIED, WHERE MANHOLES ARE PARTIALLY DISASSEMBLED, THE MAINTAINED FOR ALL SERWCES. .o FE"“TOR . X X
CONTRACTOR SHALL REPLACE UP TO 2.00 m OF VERTICAL MANHOLE STACK (MEASURED FROM GRADE) AS 6. CONTRACTOR TO CONFIRM EPR EXTENTS VIA A PRE—REPAIR INSPECTION PRIOR TO EDGE OF PAVENENT OR GUTTE
REQUIRED BASED ON CONDITION OF THE MANHOLE. UNDERTAKING EPRs. EDGE UNPAVED OR GRAVEL ROAD  —— — — — ———  ————————
5. THE CONTRACTOR SHALL NOT CUT OPEN THE ROOF SLABS OF CAST IN PLACE CONCRETE CHAMBERS. ONLY 7. SEE APPENDIX C IN SPECIFICATION FOR TRAFFIC CONTROL REQUIREMENTS. e -_—
EXISTING OPENINGS OR REMOVABLE ROOF SLABS MAY BE UTILIZED. ANY REMOVABLE ROOF SLAB SHALL BE PROJECTED
REINSTALLED AND RESEALED UPON COMPLETION OF THE LINING WORK. LoT LNE
6. THE CONTRACTOR SHALL TAKE STEPS TO PROTECT ALL EQUIPMENT FOUND WITHIN EXISTING MANHOLES AND SDEWALK — PATHWAY
CHAMBERS, INCLUDING STOP LOGS, GATES, MONITORING EQUIPMENT, ETC... oo
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