MANHOLE ISOLATION DETAIL IN
ACCORDANCE WITH SD—-220A &
SD—-220B WHERE RISER SECTION

REPLACEMENTS ARE REQUIRED
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DETAIL 3 — MANHOLE REHABILITATION
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1. THE TYPICAL MANHOLE REPAIR DETAIL ILLUSTRATES MULTIPLE
REPAIR TYPES. NOTE THAT NOT ALL OF THESE REPAIRS ARE
REQUIRED ON EVERY MANHOLE STRUCTURE AND THAT OTHER
REPAIRS MAY ALSO BE REQUIRED, DEPENDING ON
ASSET-SPECIFIC DEFECTS. REFER TO DRAWING 13385 FOR
ASSET—-SPECIFIC REPAIR REQUIREMENTS.
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DETAIL 5 — STRUCTURAL
CONCRETE REPAIR DETAIL
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STRUCTURAL CONCRETE REPAIR NOTES:
1. SAWCUT AROUND AREA TO BE REPAIRED TO A DEPTH OF 19mm.

AREA TO BE REMOVED IS TO BE RECTANGULAR IF POSSIBLE. NO
CORNER OF THE LUIMITS OF THE CONCRETE PATCH SHALL HAVE AN
INTERNAL ANGLE GREATER THAN 225°

3. ALL EXISTING CONCRETE SURFACES TO BE REPAIRED SHALL BE
CLEANED AFTER REMOVAL OF DETERIORATED CONCRETE USING HIGH

PRESSURE WASHING. MINIMUM PRESSURE OF 35 MPa (5000 PSI).
RE—CLEAN SURFACE PRIOR TO PLACEMENT OF CONCRETE.

4. ALL MATERIAL SHALL BE MIXED AND PLACED IN ACCORDANCE WITH
THE MANUFACTURERS INSTRUCTIONS.

5. CONCRETE REPAIR PRODUCT SHALL MEET THE FOLLOWING:
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