TRAFFIC IMPACTS / CONTROLS:

PORTAGE AVE "PHASE 2" TRAFFIC CONTROL.

REFER TO APPENDIX C.
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PORTAGE AVENUE

61.5 OF 750 CONC CS TO BE LINED

S—MA20011106

94.0 OF 900 CONC CS TO BE LINED
S—-MA20011107
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CAUTION:
DUCT LINES

SEWER JUNCTION INFORMATION
FROM SEWER VIDEO INSPECTION
SEWER ID S-MA20011106
DISTANCE FROM MH ID S-MH20010121
DISTANCE DIAMETER CLOCK
3.0 150 12
6.4 150 2
6.4 150 10
9.7 150 10
15.8 150 2
15.8 150 10
25.0 150 2
25.0 150 10
28.2 250 10
34.2 150 2
34.2 150 10
35.2 150 2
35.2 150 10
43.7 150 2
43.7 150 10
52.3 150 2
52.3 150 10
58.6 150 2

FOR CONTINUATION
SEE DWG 13339
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S—MH20010121

STRUCTURAL CONDITION: 5

RIM 232.99

INV N 225,81
INV E 225.81
INV W 225.81

PIPE MH:

TO BE REHABILITATED
SEE DWG 13384

750

CNIB  FOUNDATION

S—MH20010120
STRUCTURAL CONDITION: 5
RIM 232.98

INV N 225,57

INV E 225.54

INV S 225.57

INV W 225.57

PIPE MH: 750

TO BE REHABILITATED
SEE DWG 13384

NOTE:
S—MA20011107:

— OBSTRUCTION (DEBRIS) AT 2.5m D/S, REMOVE PRIOR TO LINING

— mm—— ENGINEERS
— GEOSCIENTISTS
MANITOBA
Certificate of Authorization
MORRISON HERSHFIELD
No. 1736

40.234

SEWER JUNCTION INFORMATION
FROM SEWER VIDEO INSPECTION
SEWER ID S-MA20011107

DISTANCE FROM MH ID S-MH20010120
DISTANCE DIAMETER CLOCK
5.9 150 1
8.2 150 12
8.4 150 2
17.4 150 2
17.5 150 10
26.1 150 10
27.1 150 2
27.1 150 10
35.7 150 10
35.8 150 2
43.1 150 2
44.8 150 2
44.8 150 10
54.1 150 10
54.2 150 2
57.1 150 10
62.9 150 2
62.9 150 10
72.0 150 2
72.0 150 10
73.1 150 10
81.4 150 2
81.4 150 10
90.5 150 2
90.5 150 10

1070 1068
2 %IP MALL

S—MH20010140
STRUCTURAL CONDITION: 3

RIM 232.85
WEIR 225.88

L S—MH20010133 m E %%2%1
STRUCTURAL CONDITION: 4  |Nv W 225.42

RIM 232.91

INV N 225.40
INV E 225.17
INV' S 225.50
INV W 225.17
PIPE MH: 750

TO BE REHABILITATED
SEE DWG 13384

SEWER JUNCTION INFORMATION
FROM SEWER VIDEO INSPECTION

SEWER ID S-MA20011126

DISTANCE FROM MH ID S-MH20010133

2100X1600 MH BASE

C/W 750 RISERS
CONTRACTOR SHALL PROTECT
EXISTING STOP LOG GROOVES

FOR INDEX SEE
13337

DISTANCE DIAMETER CLOCK
3.5 150 12 M ET R | C
og 150 m WHOLE NUMBERS INDICATE MILLIMETRES
55 150 5 DECIMALIZED NUMBERS INDICATE METRES

0.0 1 DI.O 20|.0 30|.0
L

LOCATION APPROVED

UNDERGROUND STRUCTURES

ELEV.

SUPV. U/G STRUCTURES

COMMITTEE

NOTE:

DATE

LOCATION OF UNDERGROUND STRUCTURES AS
SHOWN ARE BASED ON THE BEST INFORMATION
AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL
EXISTING UTILITES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT. CONFIRMATION OF
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL
UTILITES BEFORE PROCEEDING WITH CONSTRUCTION.
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2023 SEWER RENEWALS BY CIPP LINING (LARGE DIAMETER)

PORTAGE AVENUE

MH AT MINTO STREET TO
MH AT DOMINION STREET (E R)
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