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DEMOLITION NOTES:

@ DEMOLISH EXISTING CHILLER CONTROL PANEL. REMOVE ALL ASSOCIATED EXISTING CABLING AND CONDUIT.

@ DISCONNECT AND REMOVE EXISTING STARTER ON MCC—1 AND MCC-2 FOR CHWP-1, CHWP-2, CTP-1, CTP-1A,CTP=1B AND CTP-2.
CONSULT WITH THE CITY TO TURN THE DISCONNECTED STARTERS TO THE CITY. REMOVE ALL ASSOCIATED WIRING AND CONDUITS.

@ DEMOLISH EXISTING EXHAUST FAN STARTERS EF-1, EF-2 AND EF-3 AND ASSOCIATED WIRING, CONDUITS, PNEUMATIC PIPING AND
CONTROL. DISCONNECT AND CAP THE AR PIPING FROM THE SOURCE BRANCH CIRCUIT. DISCONNECT AND REMOVE EXHAUST FAN WIRING

FROM PNL-EE.

@ DEMOLISH EXISTING STATION TEMPERATURE SWITCHES (LOW AND HIGH) AND SPACE TEMPERATURE TRANSMITTER.

@ DEMOLISH AND DISCONNECT ALL POWER AND INSTRUMENT WIRING AND CONDUINS FOR THE CHILLER AND COOLING TOWER. RETAIN
CHILLER POWER CABLES CONDUIT FROM CDP—A FOR REUSE IN NEW CHILLER CONSTRUCTION.

@ DEMOLISH AND REMOVE ALL EXISTING EXHAUST FAN DAMPER ACTUATORS WITH ASSOCIATED CONTROL ON THE STATION CELLING, REMOVE
PNEUMATIC AIR LINE AND FITTINGS. ISOLATE THE AR LINES FROM THE DISTRIBUTION SOURCE AND REMOVE ALL UNUSED LINES.
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