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LEGEND:

C%D COMPONENTS TO BE DEMOLISHED

GENERAL NOTES:
PIPE INSULATION, OR OTHER COMPONENTS SUSPECTED OF CONTAINING ASBESTOS CONFIRM THAT NO ASBESTOS IS
PRESENT. IF ASBESTOS IS PRESENT DO NOT PROCEED WITH THE WORK ON THIS SYSTEM. INFORM THE CA AND THE CITY.

2. PATCH AND REPAIR SURFACES DAMAGED OR OPENED UP DURING DEMOLITION TO MATCH THE EXISTING FINISHES. FOR
PAINTED SURFACES PAINT OUT TO A LOGICAL BREAK IN THE SURFACE LINES.

3. FOR CORK COVERED SURFACED DISTURBED DURING DEMOLITION AND CONSTRUCTION REFINISH THE EXPOSED CORK WITH
INTUMESCENT PAINT IN ACCORDANCE WITH SPECIFICATION SECTION 09 91 00 PAINTING.
OUTSIDE SHALL BE PERMANENTLY IN-FILLED AR TIGHT OR TEMPORARILY IN-FILLED AIR TIGHT REUSED DURING
CONSTRUCTION.

KEY NOTES:

CONTRACTOR TO ALLOW THE CITY OF WINNIPEG PRIOR DEMOLISHING OF THE EXISTING CHILLER AND COOLING TOWER TO
SALVAGE ALL REQUIRED PARTS. THE CONTRACTOR TO DEMOLISH THE EXISTING CHILLER AND COOLING TOWER AFTER THE

1. PRIOR TO CUTTING, CORING OR ANY REMEDIAL WORK OF MASONRY WALLS, CONCRETE FLOORS, TILE MORTOR, REMOVAL OF

4. ALL OPENINGS EXPOSED OR CREATED DURING DEMOLITION BETWEEN THE CHLORINE ROOMS AND ADJACENT SPACES OR THE

JO CITY COMPLETES THEIR SALVAGE WORK. THE CONTRACTOR SHALL COORDINATE WITH THE CONTRACT ADMINISTRATOR FOR
THE TIMELINES OF THE DEMOLITION WORK TO AVOID ANY SCHEDULE IMPACTS.
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