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PARK AND OPEN SPACES Swing Area  Redevelopment

BID OPPORTUNITY NO.

532-20232015 Main St

NEW 8' TALL 3-BAY SWING SET W/ FOUR BUCKET SEATS 
(TWO ACCESSIBLE SEATS TO BE SUPPLIED AND INSTALLED BY OTHERS)

NEW ACCESSIBLE GROUP SPINNER 

PICK UP AND INSTALL NEW ACCESSIBLE PICNIC TABLE AS PER SCD-122A (1)

REINSTALL SALVAGED TACHE BENCH (1)

PICK UP AND INSTALL NEW PARK SIGN AS PER SCD-153 (1)

SUPPLY AND INSTALL CIP CONCRETE EDGING AS PER SCD-643 (30 LM)

SUPPLY AND INSTALL POURED IN PLACE RUBBER SAFETY SURFACE AND 
COMPACTED GRANULAR BASE COURSE (PROPOSED PLAY AREA A, 50 SM) C/W 
THICKENED OR TURNED DOWN EDGES WHERE REQUIRED AS PER 
MANUFACTURER'S SPECIFICAITONS.

SUPPLY AND INSTALL ENGINEERED WOOD FIBRE SAFETY SURFACING C/W 
MANUFACTURER'S SPECIFIED DRAINAGE SYSTEM AS PER SCD-650 
(PROPOSED PLAY AREA B, 123 SM)

SUPPLY AND INSTALL ASPHALT PAVING AS PER SCD-648 C/W ROLLED 
ACCESSIBLE EDGE INTO PLAY AREA B (80 SM)

SUPPLY AND INSTALL TOPSOIL AND SOD (340 SM)

SUPPLY AND INSTALL SUBSURFACE DRAINAGE PIPE TO EMITTER AS PER 
SCD-661 (6 LM)

NOTE: BLUE ARROW INDICATES ROLLED ACCESSIBLE EDGE INTO PROPOSED 
PLAY AREA B AS PER DETAIL 1/K.02-E2
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ALL WORK TO CONFORM TO CURRENT CITY OF WINNIPEG STANDARD 
CONSTRUCTION SPECIFICATIONS AND DETAILS UNLESS OTHERWISE NOTED.
DIMENSIONS ARE IN METERS UNLESS OTHERWISE NOTED.
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