NOTES:

1. ALL DIMENSIONS SHOWN IN MILLIMETRES
2. REFER TO GEOTECHNICAL REPORT.

3. REFER TO SEPARATE DETAIL FOR CONCRETE JOINTS AND SANDBLASTING PATTERN

REFER TO LAYOUT PLAN FOR
ADJACENT SURFACE

CONCRETE JOINT, REFER TO
DETAIL ON THIS SHEET
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71\ CONCRETE PAVING

—=———— UNDISTURBED OR COMPACTED
SUBGRADE TO 98% SPD
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L500 SCALE: 1:10

NOTES:

1. ALL DIMENSIONS IN MILLIMETRES.

2. EXPANSION JOINT SPACING @ 6000mm O.C. UNLESS OTHERWISE SHOWN ON DRAWINGS.
3. CONTROL JOINT SPACING @ 2000mm O.C. UNLESS OTHERWISE SHOWN ON DRAWINGS.
4.

SEE SEPARATE DETAIL FOR CONCRETE PAVING.

TOOLED EDGE
10MM RADIUS

CONTROL JOINT - SAW
CUT 1/4 DEPTH OF CONCRETE
THICKNESS

)

EXPANSION JOINT - BITUMINOUS

FIBRE TO BOTTOM OF CONCRETE

m CONCRETE PAVING JOINTS

NOTES:
1. SANDBLASTING PATTERN TO BE
COORDINATED WITH CONSULTANT

PRIOR TO FABRICATION OF STENCILS.
2. SANDBLASTING LAYOUT TO BE DONE ON

SITE WITH CONSULTANT.
3. 3mx 3m MOCKUP AREA TO BE
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INFORMATION ONLY
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JOINT, TYP

HEAVY SANDBLAST FINISH ON
CONCRETE PAVING, REFER TO
SPECIFICATIONS FOR MOCK-UP
REQUIREMENTS AND
REFERENCE IMAGE BELOW
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REFERENCE IMAGE - HEAVY-SANDBLAST

/"2 CONCRETE JOINT & SANDBLASTING PATTERN

L500 SCALE: 1:30

METAL PLANTER (STREETLIFE),

SUPPLIED BY DOWNTOWN

WINNIPEG BIZ

SECTION A

PLAN VIEW

400 VARIES

50mm RIGID
INSULATION

ENLARGEMENT

CIP CONCRETE PAVING, REFER

TO DETAIL ON THIS SHEET

~=———————— UNDISTURBED OR COMPACTED

L

SUBGRADE TO 98% SPD

NOTES:

1. DIMENSIONS SHOWN ARE FOR INFORMATION
ONLY, CONTRACTOR TO REFER TO
MANUFACTURER'S SHOP DRAWINGS PRIOR TO
CONCRETE FORMWORK.

2. LANDSCAPE ARCHITECT TO REVIEW AND
APPROVE CONCRETE FORMWORK PRIOR TO
CONCRETE POUR.

19mm CLEARSTONE

WRAPPED IN
CONTINUOQOUS FILTER
FABRIC

- METAL PLANTER

50mm RIGID INSULATION
100mm CONCRETE

ANCHOR WITH THREADED
ENDS. SECURE INTO
CONCRETE WITH EPOXY
ADHESIVE, 300mm O.C.

12mm OPENING FILLED
WITH 6mm DIA FINE
GRAVEL
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(20mm) AS PER CITY OF
WINNIPEG STANDARD
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WINNIPEG STANDARD
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SCALE: 1:15
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m METAL PLANTER (SUPPLIED BY DOWNTOWN WINNIPEG BIZ, INSTALLATION BY CONTRACTOR)

L500 / SCALE: 1:30

REFER TO LANDSCAPE
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LIMESTONE BLOCK

TYPE 1: 1100x500x600 (LxWxH)
TYPE 2: 600x500x600 (LxWxH)
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4"\ LIMESTONE BLOCK SEATING

—e———— COMPACTED GRANULAR
BASE (20mm) AS PER CITY
OF WINNIPEG STANDARD

————— COMPACTED GRANULAR
SUB-BASE (50mm) AS PER
CITY OF WINNIPEG STANDARD

— ~=———— NON-WOVEN GEOTEXTILE
BETWEEN SUBGRADE AND
GRANULAR BASE

—=— UNDISTURBED OR
COMPACTED SUBGRADE
TO 98% SPD
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L500 SCALE: 1:15

BIKE RACK, REFER TO SPEC.

PEEN THREADED END OF
ANCHOR ROD

TAMPER-PROOF NUT

- SECURE INTO CONCRETE WITH

EPOXY ADHESIVE

—=——— SUBBASE

75\ BIKE RACK

—=—— SUBGRADE

ANCHOR WITH THREADED ENDS.

L500 SCALE: 1:15
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REFER TO LANDSCAPE

COMPACTED GRANULAR BASE (20mm) AS

PER CITY OF WINNIPEG STANDARDS,
COMPACTED IN 300mm LIFTS TO 95% SPD

76\ IN-GROUND WASTE BINS & CONCRETE PAD

INTEGRATED ANCHORS
100mm COMPACTED GRANULAR SUB-BASE

f£ic4—— 300mm DEEP CONCRETE BALLAST 25 pa MIN.

(50mm) AS PER CITY OF WINNIPEG
STANDARDS COMPACTED TO 98% SPD
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SCALE 1:30
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L500 SCALE: AS NOTED

450

ELECTRICAL BALLAST AS PER
MANUFACTURER'S DETAIL AND
SPECIFICATION

LIGHTING MOUNTED WITH GALVANIZED
FASTENER C/W COMPRESSIBLE GASKET,
PRE-DRILLED AND HOLE FILLED WITH CAULKING

/"8 CUSTOM LIGHTING BRACKET

SITE LIGHTING MOUNTED ONTO EXISTING
BUILDING WITH CUSTOM MOUNTING BRACKET
AS PER MANUFACTURER & LIGHTING SUPPLIER

EXISTING METAL GUTTER AND DOWNSPOUT ON
SOUTH SIDE OF BUILDING

UNDISTURBED OR COMPACTED SUBGRADE TO 98% SPD

CONTRACTOR TO PROVIDE
ENGINEER STAMPED SHOP
DRAWINGS FOR APPROVAL

NOTES:

REFER TO EXISTING BUILDING
DRAWINGS AND VERIFY EXISTING
CONDITIONS PRIOR TO FABRICATION.
REFER TO LANDSCAPE LAYOUT PLAN
FOR LOCATIONS AND LAYOUT
DIMENSIONS.

BRACKET COLOUR TO BE CONFIRMED
BY LANDSCAPE ARCHITECT.

500 / SCALE: 1:5
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