
58.933106.681

43.282 15.261 7.63 7.63

T

EX
. 1

50
 C

O
M

M
.

SE
R

VI
C

E

EX. 450 WM

EX. 200 GAS EX. 200 GAS

EX. 1650 CS

EX
. 1

50
 W

M

EX. HYDRO

2.0%

3.1%

2.2%

2.0%

1.5%

2.1%

2.0%

2.0%

2.3%2.1%

1.6%

2.0%

1.
8%

1+100 1+150 1+200

31.956 32.068 32.033 31.948 31.896

(32.129) (32.227) (32.208)

32.206 32.264

32.129 32.190 32.033

32.027 32.138 31.966

32.11432.334

32.259

32.207

32.137

32.233

(32.048)

30
.1

4

10
.2

3

2.
91

13
.5

0
2.

76

REPLACE 600mm MONOLITHIC
CONCRETE SPLASH STRIP

CAUTION: GAS

1+204.157
231.896

1+114.009
231.956

1+133.520
232.068

1+156.510
232.137

1+204.157
232.114

1+114.009
232.206

1+133.520
232.264

1+156.510
232.334

EXISTING GROUND AT CONTROL

PROPOSED WEST MEDIAN GUTTER

EXISTING WEST GUTTER

EXISTING GROUND AT WEST PROPERTY

0.50%
0.90% 0.57%

0.30%

0.69%

EXISTING WEST MEDIAN GUTTER

0.46%
0.50% 0.30%

0.30%

0.45%

PROPOSED WEST GUTTER

231

232

233

234

0 100-10

CONTROLWEST
PROPERTY 30.14

10.35

3.503.35
SOUTHBOUND
MEDIAN LANE

SOUTHBOUND
MIDDLE LANE

2.0% 1.6% 2.1%

3.50
SOUTHBOUND
GUTTER LANE

2.91

MILL TO CONCRETE
100mm AVERAGE IA HMA

100mm
CONCRETE
SIDEWALK

231

232

233

234

EAST
PROPERTY

232.2 232.2

M
AT

C
H

LI
N

E 
1+

22
5

V
:\

11
37

\a
ct

iv
e\

11
37

08
60

3\
03

00
_d

ra
w

in
g\

03
02

_s
he

et
_f

ile
s\

02
_c

iv
il\

Te
nd

er
_1

_S
al

te
r-M

cP
hi

llip
s\

08
60

3c
-2

08
_t

1.
d

w
g

20
23

/0
2/

13
 3

:3
6 

PM
 B

y:
 M

an
ne

ss
, A

m
y

REVISIONSNO.

ELEV.
B.M.

BYYY.MM.DD. DATE DATE

HOR. SCALE:

DRAWN

VERTICAL:

BY

BY
DESIGNED

APPROVED

CONSTRUCTION:
RELEASED FOR

BY

CHECKED
BY

CONSULTANT DRAWING N0.

ENGINEER'S SEAL

Winnipeg

CAD FILE DRAWING NUMBER

CITY DRAWING NUMBER

SHEET        OF

www.stantec.comFax.Tel.
500 - 311 Portage Avenue, Winnipeg MB Canada  R3B 2B9

204.489.5900 204.453.9012

2023.02.16

2023 SALTER STREET/McPHILLIPS STREET
PAVEMENT RENEWALS

26

08603c-208_t1.dwg

0 23.02.16ISSUED FOR TENDER K.W.R.

Stantec Consulting Ltd.
Certificate of Authorization

No. 1301

MANITOBA
GEOSCIENTISTS
ENGINEERS

 M.E.E.

A.M.

1:250

J.D.

K.W.R.

C-209

McPHILLIPS STREET
STA 1+100 TO STA 1+225

PLAN / PROFILE ROADWORKS

23

P-3563-23

0

01:250H 2.5 7.5 12.5m

1:25V 0.25 0.75 1.25m

231.0

231.6

231.2

231.4

231.8

SOUTHBOUND LANES

232.0

231.0

231.6

231.2

231.4

231.8

232.0

M
AT

C
H

LI
N

E 
1+

22
5

McPHILLIPS STREET

232.4 232.4

232.6 232.6

232.8 232.8

233.0 233.0

PROPOSEDEXISTING LEGEND-PLAN EXISTING

WASTE WATER SEWER
LAND DRAINAGE SEWER

250 WWS

300 LDS

CURB INLET/CATCH PIT

GAS

CATCH BASIN
MANHOLE

150 WM WATERMAIN
HYDRANT

VALVE

250 WWS

300 LDS

(31.334)

150 WM

LEGEND-PROFILEEXISTINGLEGEND-PLAN PROPOSED

32.231
SURVEY BAR

PROPERTY LINE

ASPHALT MILL & FILL

ELEVATION

SIDEWALK
ASPHALT

HYDRO

CONCRETE
M.T.S.

PROPOSED
SIDEWALK RAMP

TRANSIT STOP

STREET LIGHT
HYDRO POLE

LC PROFILE
NORTH OR WEST GUTTER
SOUTH OR EAST GUTTER

NORTH OR WEST P
SOUTH OR EAST P

L
L

NORTH MEDIAN GUTTER
SOUTH MEDIAN GUTTER

T

NOTES:
1. ADJUST EXISTING MANHOLES AS REQUIRED.
2. ADJUST ALL AFFECTED EXISTING WATERMAIN AND WATER SERVICE

VALVES TO GRADE.
3. FOR CATCHBASIN LEADS AND UNDERGROUND INFORMATION SHEETS SEE

DWG U-104 AND U-105.
4. INSTALL 18.0m OF SUBDRAIN EACH SIDE OF LOW POINTS AND HIGH SIDE OF

FLYBYS AS PER CITY OF WINNIPEG SPEC. SD-24 c/s CAPPED ENDS.
5. PRIVATE APPROACHES ARE 200mm REINFORCED CONCRETE WITH 100mm

BASE COURSE, 225mm-50mm SUB-BASE AND NON-WOVEN GEOTEXTILE.
6. BULLNOSES, APPROACHES AND INTERSECTION RADII ARE TO BE INTEGRAL

MODIFIED BARRIER CURB.
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