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IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED MANITOBA
FOR EXCAVATION ON THIS PROJECT THE CONTRACTOR Certificate of Authorization
1) NOTIFY THE_GAS COMPANY OF THE PROPOSED LOCATION -
O)F EXCAVATION. METRIC ioson 025 .5 25m Stantec Consulting Ltd.
2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY : e — S—
ReTACLATIONS. WHOLE NUMBERS INDICATE MILLIMETRES PEVALLLL! . e No. 1301
SEE PROVINCIAL REGULATION 140/92 FOR DETAILS DECIMALIZED NUMBERS INDICATE METRES

V:\1137\active\113708603\0300_drawing\0302_sheet_files\02_civi\Tender_1_Salter-McPhillips\08603c-208_t1.dwg

2023/02/13 3:38 PM By: Manness, Amy

__150WM WATERMAIN —tsowm | ————— HYDRO | —————]—— — —— € PROFILE —_— B.M ENGINEER'S SEAL
M. o)

& HYDRANT + —  — M.T.S. g NORTH OR WEST GUTTER | — bg&éc;leg% DA;IEEC?T\JFEE% ELEV. St t : C THE CITY OF WINNIPEG

s VALVE I — CONCRETE —— [SOUTHOREASTGUTTER [-———= antec —~_ PUBLIC WORKS DEPARTMENT
_3000s__ | LAND DRAINAGE SEWER | —sotps__ | — ASPHALT — 1|— - — | NORTH MEDIAN GUTTER |= — — — - 500 - 311 Portage Avenue, Winnipeg MB Canada R3B 289 : :

SUPV. U/G STRUCTURES DATE \X/ ENGINEERING DIVISION
_250wws | WASTE WATER SEWER | —2sowws | ——— SIDEWALK | SOUTH MEDIAN GUTTER | ———— | comitis Tel. 204.489.5900 Fox.204.453.9012 www.stantec.com lnnlpeg
— DESIGNED CHECKED SHEET OF

O MANHOLE - ASPHALTVILL & FILL HORTH R WeST 2L NOTE: oy MEE | & 1D, 2023 SALTER STREET/McPHILLIPS STREET

0 CATCH BASIN m o—o STREET LIGHT o SOUTH OREAST P L LOCATION OF UNDERGROUND STRUCTURES AS PAVEMENT RENEWALS 2 2

v CURB INLET/CATCH PIT v o HYDRO POLE . O e S O e TEST INORMATION DOAWN AM. AUPROVED KW.R. CAD FILE DRAWING NUMBER

® TRANSIT STOP - SURVEY BAR & T o ooAroNe e SHOW OR . — McPHILLIPS STREET 08603c-208_t1.dwg
———— GAS ] (13 ELEVATION oM RUATION O EXSTENCE o, ExacT HOR SCALE:  1:250 CONSTRUCTION: S —— STA 14350 TO MACHRAY AVENUE CITY DRAWING NUVBER

PROPERTY LINE ——— SIDEWALK RAMP — OBTAINED FROM THE INDIVIDUAL UTILITIES 0 | ISSUED FOR TENDER 23.02.16| KWR. | VERTICAL: ' PLAN / PROEILE ROADWORKS

EXISTING LEGEND-PLAN PROPOSED | EXISTING LEGEND-PLAN PROPOSED| EXISTING LEGEND-PROFILE PROPOSED | POt PROCEFPING. Wi - CONSTRUCTION. NO. | REVISIONS YwuoD| BY | DATE  2023.02.16 DATE C-211 P-3563-25




	Sheets and Views
	C-211


		2023-02-14T15:40:09-0600
	Mark Elliot Edgar




