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GENERAL NOTES

1. UNITS OF MEASUREMENTS ARE IN MILLIMETER (MM) UNLESS
OTHERWISE STATED.

2. THESE LIGHTING DRAWING SHALL BE READ IN CONJUNCTION
WITH THE ARCHITECTURAL, CIVIL, AND MECHANICAL
DRAWINGS.

5. COORDINATE ALL SECTIONS OF THE WORK AND OBTAIN ALL
NECESSARY PERMITS AS REQUIRED.

4. ALL WORK TO BE PERFORMED IN ACCORDANCE WITH THE
LATEST APPLICABLE CANADIAN ELECTRICAL CODES, FIRE
REGULATIONS AND OTHER CITY REQUIREMENTS.

3 5. VERIFY AND CONFIRM ALL DIMENSIONS ON SITE. VERIFY THE
= CEILING CLEARANCE OF 18" FROM THE CEILING AS ZONE 2
PB-A N CLASSIFICATIONS AND REPORT ANY DISCREPANCIES TO THE
H | E I . . . I FNGINEER BEFORE PROCEEDING WITH THE WORK.
1 I 1 I :l: I 1
| — —/ L a2 gggé“ — 6. FOR EXISTING CIRCUITING INFORMATION, REFER TO DRAWING
e FL5 PANELBOARD SCHEDULES EXISTING.
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= B B J 7. ANY WORK REQUIRED BY THE DRAWINGS OR REASONABLY

VPE 1 TVPE 1 NECESSARY TO COMPLETE THE WORK SHALL BE THE
TYPE 1 TYPE 1 EMERG. TYPE 1 TYPE 1 TYPE 1 EMERG. TYPE 1 TYPE 1 TYPE 1 RESPONSIBILITY OF THE CONTRACTOR.

5 o 0 o 0 o 0 a{/,//; o g o Q o 0 8. CONTRACTOR TO PROVIDE APPLICABLE FIRE STOPPING
- - SEALANT FOR ALL WALL CONDUIT PENETRATIONS COMPLETE
E E E E E E E E E E WITH NECESSARY SLEEVES.

9. PROVIDE SCHEDULE AND METHOD STATEMENT PROCEDURE

OF THE DEMOLITION AND REPLACEMENTS OF ELECTRICAL

H 6 H Y ITEMS AFFECTED BY ZONE 2 CLASSIFICATION FOR CLIENT
E REVIEW.

10. ALL DEMOLISHED MATERIALS TO BE STORED IN THE
DESIGNATED AREA BY THE CLIENT.

TYPE 1 TYPE 1

EMERG. TYPE 1 TYPE 1 TYPE 1 TYPE 1 TYPE 1 TYPE 1 TYPE 1 EMERG. TYPE 1 11. WHERE THE NEED OF SCAFFOLDINGS, INSTALL AND

YL, 0 INSPECT THE SCAFFOLDING WORKS PRIOR TO USE AS PER
PPN ° 9 ° 9 ° 9 ° 9 ° 9 ° 9 ° 9 Gy ° 9 HSE SAFETY PROCEDURES.

E E E E E E E E E E 12. MAINTAIN PROPER CLEARANCES WITH OTHER DISCIPLINE AS
PER CODE.
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@ s S 4+— "._."E . . "._."E E S $E @ 13. PROVIDE APPROPRIATE PROTECTIONS OR COVERS TO ANY
s EXISTING EQUIPMENT AND DEVICES IN THE GROUND PRIOR
TO REMOVAL AND INSTALLATION WORKS IN THE CEILING.

14. ALL EQUIPMENT, WIRING DEVICES, CONDUIT AND FITTINGS
WITHIN THE CLASS 1 DIV 2 AREA WHICH COVERS 18" FROM

) , THE STRUCTURAL CEILING SHALL BE REMOVED AND
% 1 1 % 3 4 REPLACED WITH SPECIFIED RATED CLASSIFIED MATERIALS AS
PER CODE. CONTRACTOR TO PROVIDE MATERIAL DATA SHEET

FOR REVIEW PRIOR TO INSTALLATION.

/2 MAIN FLOOR PLAN - LIGHTING PLAN
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SHEET KEYNOTES

REMOVE, INSTALL AND REPLACE THE LIGHTING FIXTURE
CONDUIT, FLEXIBLE WIRING AND BOXES WITH MATERIAL
gggDL*I'TREADED SUITABLE FOR A ZONE 2 HAZARDOUS AREA RATING. ALL
—  EXPLOSION PROOF JB CONDUITS TO BE RMC THREADED COMPLETE WITH SEAL

PVC SLEEVE CONDUIT
/ /— FIRE STOPPING REMOVE, INSTALL AND REPLACE THE JUNCTION BOXES WITH
\ \ \ \ /| [/ \ \ \ EXPLOSION PROOF TYPE —ZONE 2 RATED INCLUDING CABLE
| -\ | || J ]/ | | | | GLANDS CONNECTOR RATED AS EXPLOSION PROOF.
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LIGHT FIXTURE NON—HAZARDOUS AREA T . R NON—HAZARDOUS AREA

ALL THREADED RMC CONDUITS CROSSING THE WALL
TERMINATING TO PANELBOARD SHALL BE INSTALLED WITH
SEAL FITTINGS FROM THE CLASSIFIED HAZARDOUS AREA TO
NON—HAZARDOUS AREA. CONTRACTOR TO PROVIDE FIRE
STOPPING TO ALL CONDUIT SLEEVES.

CONTRACTOR TO VERIFY THE EXISTING LUMINAIRE TO BE NOT
LESS THAN 18" FROM THE CEILING — ZONE 2

CLASSIFICATION. IF WITHIN 18" FROM THE CEILING, ADJUST
OR MOVE THE PENDANT LOWER TO COMPLY.

TYPICAL INSTALLATION DETAIL IS FOR PRESENTATION ONLY TO
SHOW THE CODE REQUIREMENTS AND SPECIFICATION
CONFORMANCE. SITE DETAIL MAY VARY DEPENDING ON THE
ACTUAL FIELD CONDITION.

S~— EmT conpurT

THE EXISTING LUMINAIRE TYPE 1 IS A FLUORESCENT LIGHT
FIXTURE CLASSIFED AS NORMAL AND EMERGENCY SUPPLIED
IS MANUFACTURED BY VISIONEERING WITH MODEL NO.
FHBV648T5HO054P—UNIV=VF1 MOUNTED WITH CHAIN
SUSPENDED FROM CEILING.

RMC CONDUIT

TRANSITION CONNECTOR ] =]
RMC TO EMT CONDUIT

EMT CONDUIT

PROVIDE AND INSTALL A NEW WALL MOUNTED BEACON, AS
WELL AS ALL REQUIRED MOUNTING ACCESSORIES, FOR THE
L B INDICATION OF HIGH VOLTAGE WORK. THE NEW BEACON
| SHALL TIE INTO A NEW LIGHT SWITCH INSIDE THE ARTIC
2N\ TYPICAL CEILING INSTALLATION - LIGHTING ) ROOM. BEACON SHALL BE ORANGE, STEADY—ON, WITH THE

o R ) ABILITY TO STROBE, AND INSTALLED ALONGSIDE THE H2 GAS
U ' // STROBE SHOWN ON DRAWING EL4. ACCEPTABLE
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MANUFACTURER SHALL BE EDWARDS SIGNALLING OR
APPROVED EQUIVALENT.

@ TYPICAL INSTALLATION ELEVATION DETAILS - LIGHTING
B NTS
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