PERIMETER 1/2" FL
AROUND ALL MARKE
SIDEWALK CONNECTI

ELEV. 102 750 mm
T/0O MARKER

ELEV. 101 750 mm
MIDDLE SECTION

STEEL MARKER BY MANUFACTURER
PROVIDE SIGNED AND SEALED SHOP
DRAWING BY AN ENGINEER IN THE
PROVINCE OF MANITOBA INCLUDING ALL
CONNECTION DETAILS TO FOUNDATION.
ASSUMED WEIGHT = 400 Ibs +/—

ELEV. 100 750 mm
LOW SECTION

/STEEL MARKER BY OTHERS, SUPPLIER TO PROVIDE

SEALED STRUCTURAL SHOP DRAWING FOR REVIEW
INCLUDING ALL CONNECTIONS TO BASEPLATE.

19mm THICK STEEL BASEPLATE W/ 6—19mm DIA. x 460

LG. NELSON STUDS CAST INTO PILE CAP. PLATE TO BE

PRIMED AND PAINTED WITH ZINC RICK PAINT TO PROTECT

EXPOSED STEEL UNTIL MARKER HAS BEEN INSTALLED.
CENTER ELECTRICAL CONDUIT OPNG TO BE COORDINATED.
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\610 x 610 x 1220mm DP. CONCRETE PILECAP W/
200mm UPSTAND TO MATCH MARKER DIMENSIONS
R/W 8—15M VERT. HOOKED INTO BOTTOM CAP W/
7—-10M TIES EQ. SPACED

POUR MONOLITHICALLY W/ UPSTAND SECTION

| ____—EMBED. PILE 25mm INTO PILECAP

/WP. 152mm VOID FORM BELOW PILECAP
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STOREY MARKER ELEVATION

508mm CIP CONC. PILE x 3.6m LG. R/W
7—15M VERT. FULL LENGTH
C/W GREASED SONOTUBE TOP 7FT. TO

PREVENT FROST HEAVE. EMBED 25mm
INTO PILE CAP & EXTEND PILE REINF.
MIN. 18" INTO CAP
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1:10

OUTLINE PILE
REFER TO SECTION

240

610

T

350+

/EMBED. PILE 25mm INTO PILECAP

/WP. 152mm VOID FORM BELOW PILECAP

>

STOREY MARKER ELEVATION

508mm CIP CONC. PILE x 3.6m LG. R/W
7—15M VERT. FULL LENGTH
C/W GREASED SONOTUBE TOP 7FT. TO

PREVENT FROST HEAVE. EMBED 25mm
INTO PILE CAP & EXTEND PILE REINF.
MIN. 18" INTO CAP

OUTLINE OF LOW PILECAP
REFER TO SECTION
W/ REINF. LAYOUT SHOWN, BEND
INTO UPSTAND

TYPICAL CONTROL JOINTS

IN SIDEWALK. CONFIRM
W/ LANDSCAPE PLANS

nk TYPICAL 8 — 19mm@ x
460mm LG. NELSON
39 STUDS CAST INTO PILECAP

R S

STAINLESS STEEL/GALVANIZED
BASEPLATE BY MARKER SUPPLIER

_/ INTERNAL POST FOR CONDUIT AND

MOUNTING OF JUNCTION BOX & POWER
SUPPLY TO BE COORDINATED BY STORY
MARKER SUPPLIER

TYPICAL STORY MARKER PLAN
/2 BASE PLATE

S=2/ 1:10

™~—TOP 200 OF CONCRETE PILE

CAP TO MATCH MARKER
BASEPLATE DIMENSIONS

TYPICAL STORY MARKER PLAN
4 LOCATIONS
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WIND LOAD

DESIGN LOADS:
DEAD LOAD

SELF WEIGHT
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