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STA = 1+478.48 STA = 1+481.05 TAYLOR AVENUE - WESTBOUND CONSTRUCTION NOTES:
2349 ELEV = 234.382 ELEV = 234.395 2349
1. ISOLATE MISCELLANEOUS ITEMS IN NEW CONCRETE WORKS AS
STA = 1+477.98 STA = 1+514.00 PER SD-228C.
234.8 ELEV = 234.379 ELEV = 234.636 234.8
WB NORTH GUTTER 2. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH LATEST
234.7 LOW PT STA: 1+437.00 STA = 1+473.48 STA = 1+495.00 234.7 REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION
) LOW PT ELEV: 233.685 ELEV = 234.310 ELEV = 234.541 ) SPECIFICATIONS.
PVI STA: 1+450.00 L G WB MEDIAN GUTTER B
234.6 PVI ELEV: 233.76 STAF 1+467.21 0.50% _gumm==— il S STA = 1+553.08 234.6 3. LEGAL PLAN AND UNDERGROUND INFORMATION FROM CITY OF
PN ELEV = 234.184 == —o— el T ELEV = 234.321 WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL UNDERGROUNDS IN
K: 14.08 _O==" / o e THE FIELD.
234.5 - LVC: 26.00 - 105 o _ =" 0.50% o ‘O\E?“g 5 234.5
- - 0.50% - -66% - 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO AVOID DAMAGE
= = P ' S~~o - FROM CONSTRUCTION ACTIVITIES TO TREES WITHIN THE LIMITS OF
S| o|© 0 = - STA = 1+560.05
- 2| S 53% —— -
234.4 § § & 3 6‘3«0/‘3‘0 ’.’/ ~_— . ELEV = 234265 234.4 CONSTRUCTION.
S E o =z STA = 1+513.99 —_ 86% -0.810, 5. LOCATION OF EXISTING SERVICES TO BE CONFIRMED IN THE FIELD
234.3 T L] ofo - =<0 234.3 BY THE CONTRACTOR
& 5 & ELEV = 234.560 ° < :
3L BACK OF NORTH AL 3 > ~
a2 SIDEWALK >| W STA = 1+481.05 SN 6. INSTALL CB LEADS AT MIN. 1.0% SLOPE OR AS DIRECTED BY THE
234.2 @ w ELEV = 234.395 SN 234.2 CONTRACT ADMINISTRATOR
- . \\ .
2341 ;’) EX. WB NORYH GUTTER STA = 1+546.68 \\\ 2341 7. CONTRACTOR TO CONFIRM EXISTING LEAD INVERT ELEVATIONS
' EX. BACK OF y STA = 1+478.48 ELEV = 234.342 SN : PRIOR TO INSTALLATION.
NORTH SIDEWALK ELEV = 234.382 RENEN EX. WB MEDIAN GUTTER
234.0 NG 234.0 8. ALL DIMENSIONS ARE TO BACK OF CURB.
. STA = 1+477.98 STA = 1+553.82 NG ~ :
ELEV = 234.379 ELEV = 234.295 0o, ~Q STA = 14582.73 9. LIMITS OF CURB AND SIDEWALK RECONSTRUCTION TO BE
233.9 = - ~ = : 233.9 FINALIZED IN THE FIELD BY THE CONTRACT ADMINISTRATOR.
~ ELEV = 233.762
— STA = 1447048 s 10. ADJUST ALL WATER VALVES, MANHOLES, CATCH BASINS, CATCH
S :
233.8 ,/”’,/o/ e ELEV = 234239 So 233.8 PITS AND WATER SHUT OFF VALVES TO GRADE.
L 2 N 11. ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR
2337 |__o--— ) 233.7 TOP OF CURB ELEVATION, AS REQUIRED.
12. STREET LIGHT STANDARDS, HYDRO POLES AND ANCHORS THAT
233.6 A 233.6 REQUIRE TEMPORARY SUPPORT, REMOVAL OR REPLACEMENT,
. ARE TO BE DONE AT THE EXPENSE OF THE CONTRACTOR, AS
2335 [ g[S ={i= 233.5 NECESSARY.
|0 LOWPT STA: _1+437'00 b= ~ 13. FOR ROAD RECONSTRUCTIONS, INSTALL 6 m OF 150 mm SUBDRAIN
233 4 IR LOW PT ELEV: 233.532 |9 STA =1+582.69 233 4 TO CATCH BASINS IN BOTH DIRECTIONS PARALLEL TO ROADWAY
: i PVI STA: 1+450.00 b ELEV = 233.572 ' AS PER SD-245 AND CAP ENDS.
@O PVI ELEV: 233.61 Ie)
233.3 Q= K: 10.53 o= 233.3 14. FOR ROAD RECONSTRUCTIONS, ALL WATER MAINS AND SERVICES
o LVC: 26.00 | NEED TO BE INSULATED. ADDITIONALLY, ALL CATCH BASINS,
- it - MANHOLES AND LEAD PIPES LOCATED WITHIN 2.0 m OF A
RESIDENTIAL SERVICE MUST BE INSULATED TO PROTECT THE
TAYLOR AVENUE - EASTBOUND SERVICE FROM POTENTIAL FUTURE FREEZING.
234.8 STA = 13814.00 234.8 15. FOR ROAD RECONSTRUCTIONS, CURB REVEAL SHALL BE 180 mm
ELEV = 294673 UNLESS NOTED OTHERWISE. FOR ROAD REHABILITATIONS, CURB
= : REVEAL SHALL BE 150 mm UNLESS NOTED OTHERWISE.
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