| \
| | \\ |
| \\ I
*'l;‘ 0.30 %@
. 2.13
| 1l as7
LAl 1522 |
| 1l | |
7
: ! /// (@) 9 L I O LS
8 4 g 11 5
= 0
o = = >
o
I 3 iI 16.96 I NOTE 7 (TYP) T NOTE 8 (TYP) T ~EXISTING MAILBOX PAD
N .
! ! NOTE 3 (TYP) i | ~NOTE 9 (TYP)
| N 4 NOTE 2 |
) AN | O o
| /,' (7‘) I__ AN | o 2 §
/ S
/ L Henas L~ .HHHHHAAAA-__i;;;;
// .
- |§
g i % ‘ 8
o . o “
| | &N
| &
N /
1490 1425 / 1+50 1475 2+00 < ol
- - ‘ - \ - - - -+ - - -—375CS- - -——- - - - - -—+—-G——-———-—300CS - - - - - - - — IS
AN
NOTE 5 (TYP)\L NOTE 1 (TYP) n
: NOTE 4 (TYP) ‘ LLI
|
oo N N ]2
y x . X 7‘ § ]
| // I 8
| 4
> ] TS0GAS QI_J © CONSTRUCTION NOTES
™\ e ; 1 Y <C 1. RENEW EXISTING BARRIER CURB (SD-206A, SD-205)
N gl @ = 2. REMOVE EXISTING PAVEMENT AND CONSTRUCT 150mm REINFORCED
@\ ) S w6 CONCRETE PAVEMENT
© A ; —6-4] 3. RENEW EXISTING CONCRETE SIDEWALK (SD-228A)
2 4. INSTALL NEW DETECTABLE WARNING SURFACE TILE (SD-229E)
I v O 5. RENEW EXISTING CURB RAMP (SD-229D)
nd S N 6. CONSTRUCT 150mm REINFORCED CONCRETE SIDEWALK
. Y DORSET ST 7. ADJUST SIDEWALK BLOCKS TO GRADE
) 8. CONSTRUCT ASPHALT PATCH
. 0 9. RE-GRADE EXISTING PAVING STONES
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|
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GENERAL NOTES
A. PAVEMENT DIMENSIONS ARE TO BACK OF CURB
B. ALL CURB RADII UNDER 15.0m SHALL BE MODIFIED (SD-203B)
C. CURB REPLACEMENT AS DIRECTED BY CONTRACT ADMINISTRATOR
D. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE
FIELD PRIOR TO CONSTRUCTION
E. ADJUST ALL EXISTING WATER VALVES AND CURB STOPS TO GRADE
F. PAVEMENT REPAIRS SHOWN ARE A REPRESENTATIVE SAMPLE OF THE
TENDER QUANTITIES
G. ASPHALT TIE-INS ON APPROACHES TO BE DETERMINED IN FIELD BY THE
CONTRACT ADMINISTRATOR
ISSUED FOR TENDER
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CONSTRUCTION
METRIC
WHOLE NUMBERS INDICATE MILLIMETERS
DECIMALIZED NUMBERS INDICATE METERS TEN DE R N O . 2'2024
s HYDRANT + I LDSIWWS — LOCATION APPROVED oM 0
® VALVE © E— WATERMAIN —— UNDERGROUND STRUCTURES ' ENGINEERING DIVISION TH E C ITY O F VVI N N I P EG
Q CURB STOP [ ] —_— GAS —_— TECHNOLOGY SERVICES BRANCH /""\
O MANHOLE o ———— TRAFFIC SIGNALS | ——-—— PR e SRUCTURES e 106 - 1155 PACIFIC AVE W]nmpeg PUBLIC WORKS DEPARTMENT
O CATCH BASIN m _— HYDRO/STREET LIGHT —_— X UTILITY BOX COMMITTEE
A CURB INLET A — MTS/SHAW —_— (O] UTILITY MAN HOLE NOTE: DESIGNED A K. CHECKED  JD./E.H./R.W. CITY DRAWING NUMBER
BY BY -24-
oo HYDRO POLE oo - CURB RENEWAL _— CONCRETE LOCATION OF UNDERGROUND STRUCTURES AS DORSET STREET & TYNDALL AVENUE SE-24-51
o° LIGHT STANDARD bt PROPERTY LINE E—— CONCRETE SIDEWALK AVALABLE. EUTNO CUNRANTEE IS GI/EN. v AK By VD FROM BURROWS AVENUE TO CHUDLEY STREET SHEET 1 oF %
o> TRAFFIC SIGNAL POLE [ B E— — CURB RAMP TT— ASPHALT mﬁ %LEg\';SET'LNL%gI#gE: :F'?EES':;?CWTN OR
o SURVEY BAR - ELEVATIONS 231.000 PAVING STONES CONFIRMATION OF EXISTENCE AND EXACT 2. | ISSUED FOR TENDER 20040920] AK. | HOR SCALE: 1 : 250 CONCRETE SIDEWALK RENEWAL AND ASSOCIATED WORKS 1
& GEODETIC BENCH MARK TREE o—0o0—— FENCE B%?ﬂ,\l,gg EFES,\;LT,SET\,\/,E\E,?D%X?L%EHES 1. SUBMIT FOR PLAN APPROVAL 2024/01/26|  AK. FROM STA.1+00 TO STA.2+20
EXISTING LEGEND - PLAN PROPOSED | EXISTING LEGEND - PLAN PROPOSED | EXISTING LEGEND - PLAN PROPOSED | BEFORE PROCEEDING WITH CONSTRUCTION. NO. | REVISIONS DATE | BY DATE 2024/03/12



AutoCAD SHX Text
NOT TO BE USED FOR

AutoCAD SHX Text
CONSTRUCTION

AutoCAD SHX Text
n

AutoCAD SHX Text
i

AutoCAD SHX Text
p

AutoCAD SHX Text
e

AutoCAD SHX Text
g

AutoCAD SHX Text
W

AutoCAD SHX Text
i

AutoCAD SHX Text
n

AutoCAD SHX Text
231.000


		2024-03-21T09:39:47-0500
	Lu yao Li




