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o 0 / \ 1. RENEW EXISTING BARRIER CURB (SD-206A, SD-205)
X ! 2. REMOVE EXISTING PAVEMENT AND CONSTRUCT 150mm REINFORCED
© L 3.05 CONCRETE PAVEMENT
r Z e — #— 3. RENEW EXISTING CONCRETE SIDEWALK (SD-228A)
= 796 A ——-—HYDRO—-— "] 4. INSTALL NEW DETECTABLE WARNING SURFACE TILE (SD-229E)
T / : . | 5. RENEW EXISTING CURB RAMP (SD-229D)
6. CONSTRUCT 150mm REINFORCED CONCRETE SIDEWALK
O / i DORSET ST | 7. ADJUST SIDEWALK BLOCKS TO GRADE
I<_E / & 8. CONSTRUCT ASPHALT PATCH
4 i 78 i 9. RE-GRADE EXISTING PAVING STONES
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GENERAL NOTES
A. PAVEMENT DIMENSIONS ARE TO BACK OF CURB
B. ALL CURB RADII UNDER 15.0m SHALL BE MODIFIED (SD-203B)
C. CURB REPLACEMENT AS DIRECTED BY CONTRACT ADMINISTRATOR
D. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE
FIELD PRIOR TO CONSTRUCTION
E. ADJUST ALL EXISTING WATER VALVES AND CURB STOPS TO GRADE
F. PAVEMENT REPAIRS SHOWN ARE A REPRESENTATIVE SAMPLE OF THE
TENDER QUANTITIES
G. ASPHALT TIE-INS ON APPROACHES TO BE DETERMINED IN FIELD BY THE
CONTRACT ADMINISTRATOR
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