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TENNIS/PICKLEBALL NET POST
CONCRETE PILE DETAIL
 

SCD-301

July 2023
N.T.S.
MG

ASPHALT SPORT COURT SURFACE 
CONTINUES OVER TOP OF PILE

CONCRETE AS PER CW2160 TYPE A

400

'SONOTUBE' WRAPPED WITH 2 LAYERS OF
4 mil POLY - UPPER 2.3M OF PILE

10M RINGS @ 
300mm O.C.

4-20M VERT. 
CONT. FULL 
LENGTH OF PILE

POST, COLLAR, AND GROUND SLEEVE AS 
PER MANUFACTURER'S SPECIFICATIONS

50mm COVER

75

50mm COVER

75

2-10M RINGS 75mm APART AT TOP OF PILE

45
00

 M
IN

Revision: 1

NOTES
1.

2.

3.

4.

EMBEDMENT DEPTH OF POST AS 
PER MANUFACTURER'S 
SPECIFICATIONS
ASPHALT SPORT COURT SURFACE 
AS PER SCD-305 OR SCD-305A
CONCRETE UNDERGROUND 
STRUCTURES AS PER CW2160
ANY DAMAGE MADE TO THE SPORT 
COURT SURFACING DURING 
CONSTRUCTION SHALL BE 
REPAIRED WITH THE SAME 
PRODUCT AND COLOUR 

18
29 6.4mm (0.25") HOT ROLLED 

ROUNDBAR

4.8mm (0.188") WELD PLUG

50.8mm (2") SCH 40 PIPE

50
.8

CORE ASPHALT AND PATCH WITH 
NON-SHRINK CONSTRUCTION 
GROUT PRIOR TO FINAL SURFACE 
APPLICATION. TOP OF PIPE TO BE 
FLUSH WITH TOP OF SPORT 
COURT SURFACE

HOT ROLLED 
ROUNDBAR

SCH 40 PIPE12
.7

WELD PLUG

CONCRETE PILE SECTION
SCALE 1:20

ANCHOR POST DETAILS
SCALE 1:10

CENTRE ANCHOR POST BELOW FINISHED GRADENET POST

NET POST
TENNIS NET

EQEQ

TENNIS NET ELEVATION
SCALE 1:100


	Title Block 
	Vp_lay
	Viewport-2
	Vp_lay-2


