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SPORTS STANDARD
FOOTING DETAIL - BELL PILE
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50mm COVER

TYP. STANDARD 

BASE PLATE (SCD-351)

FINISHED SURFACE

'SONOTUBE' WRAPPED WITH
2 LAYERS OF 4 mil POLY - 
UPPER 2.3M OF FOOTING

10M RINGS @ 300mm O.C.

400mm dia. CONC. PILE -
CONC. TO BE TYPE 50 
SULPHATE RESISTANT 
WITH A 28 DAY COMPRESSIVE
STRENGTH OF 30 MPa

4-20M VERT. CONT.

FOR 500mm dia. PILE :

HEIGHT OF BELL - 760mm

PILE BASE - 1220mm

50mm COVER

Revision:
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3516 mm PLATE

13 mm DIA. ANCHOR
BOLT WELDED TO 
PLATE

400 mm DIA. 
CONCRETE FOOTING

19 mm ANCHOR 
BOLT C/W NUTS & 
LOCK WASHERS
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1. BASE PLATE, ANCHOR PLATE, ANCHOR 
    BOLTS,NUTS AND WASHERS SHALL BE HOT 
    DIPPED GALVANIZED.
2. SPORT STANDARD LENGTH / DEPTH VARIES,
    AS PER MANUFACTURERS' INSTALLATION
    INSTRUCTIONS.

BASE PLATE ANCHOR PLATE: ELEVATIONANCHOR PLATE PLANANCHOR BOLT

NOTE: SURFACE MOUNT OPTION

TENNIS / PICKLEBALL POST DEPTH
AS PER MANUFACTUER'S INSTRUCTIONS

COLLAR

GROUND
SLEEVE

POST

75
15

0
15

0

FINISHED SURFACE

'SONOTUBE' WRAPPED WITH
2 LAYERS OF 4 mil POLY - 
UPPER 2.3M OF FOOTING
10M RINGS @ 300mm O.C.

400mm dia. CONC. PILE -
CONC. TO BE TYPE 50 
SULPHATE RESISTANT WITH 
A 28 DAY COMPRESSIVE 
STRENGTH OF 30 MPa

CAST SPORT 
STANDARD
DIRECTLY INTO 
PILE

DIRECT BURY OPTION
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