7~ CONSTRUCTION NOTES:

1. FENCING SHALL BE IN ACCORDANCE WITH

THESE DRAWINGS AND WITH CW 3550.
2. ALL COMPONENTS SHALL BE HOT DIP
GALVANIZED.

3. CONCRETE SHALL BE IN ACCORDANCE WITH

THESE DRAWING AND CW 2160.

3.05

Drawing Title:
BALL DIAMONDS
BACKSTOP

Drawing No:

SCD-331

43 mm @ SCH. 40 STEEL PIPE CROSS
RAILS, NOTCH RAILS PRIOR TO
WELDING. WELD TO BACKSTOP WITH
CONTINUOUS WELD JOINT. TOUCH UP

3.05

3.05

89 @ SCH. 40
STEEL BACKSTOP
POSTS

WELDS

WITH GALVALUME OR

APPROVED EQUIVALENT.

L 3.05

ANGLED PORTION

OF BACKSTOP

;ﬁo

TOP OF MESH SHALL NOT PROJECT
ABOVE TOP RAIL

OPTIONAL 1.83 m
EXTENSION FOR
15U AND UP

=

N B B S B S S R A SRS
D] B o] PR O] PRI
N R B R A B R R R IR
B B B R R G ] PSRN
B B e B K R R BRI
™ oses R B R SIS B e sesosaratetetes
B B R R R I [ I RS I
RS Stosessrstonlotatoretoretes S5 R X SR 56535 I X Sasosesstatesatess
o) B ] B R R K SR B35 |
R R RS 285 B RS B e I
s S RS RS [55 S 15055 0031 KX ]
) o8 A RS R BRI [ SRR RS o] -
B 3835 B 8BRS I K S BX. e .
R o RIS KX RIS B TR
-~ X oo BRI 5. s
BB o BoRSRs sssssss] LINK MESH
K
N K
N R RRBRRITRE 5% % 3
RS BRI BRI KIS o s
R S R ssssiessessasy R BRI
™ B B B R KR R BRI o
e s o mm
s s R B S BRI 4 .
o] B BRI K e s s
R BB R R e B R SRR BRI
3 s s e et s s o s st STEEL BACKSTOP
~— B B B B B IR
B B B B B B EEEE
s e
B B B R KR R B RIS
BRI B O AR
R R R B R R ]
e e
BRI RIS e
1) e st
B B R R B R B R IR
0 B B B R S B BRI
B B B S B R g B B RS
} B B e B e KR e BRI
B B SRR B e KR R B R
- B B R K R B RIS
B g B B R S BRI BRI
B B B R R R s
0 s BRI
— N s Afofofofofofgfm% 2%%% i t&ofot&ofot&ofgfot&mi %aetetet b Atofot&ofot&ofgfot&oﬁg
- NS Y SRR Y ¢ X
o Mk b v ;] ) N )
2l AN v 2 K 2
2| A X % X
Al 41K < < “MESH TIES SHALL BE 225mm
o |4k 2k < 4 X
© | Il N 7 VLENGTHS 9 Ga. WIRE, FASTEN
3 2iH AU ¥ P >
© 25N K N A KMESH TO RAILS AT 300mm O.C.
4 1% N 4 K 4.5
7. N 2. K % Vi % .
AN AN N K N
9 & w12 % % %
NI X ¥ % N
4 g 7 g 7

Revision: 1
Scale: N.T.S.
Drawn By: GZ

Date:

Dec 09, 2019

POSTIN 3.65 M
CONCRETE PILE
FOUNDATION

5.49 TO 7.32 WITH OPTIONAL EXTENSION

1.83

STEEL PIPE UPRIGHT
™ /
@©
N o
. 43mm & CROSS RAILS
@© /
N
N TRENCH AND INSTALL
43mm g BOTTOM
CROSS RAIL ON TOP OF
SLEEVE
[92]
@
/7 GRADE

AN

OPTIONAL 1.83 m
EXTENSION FOR
15U AND UP

89mm @ SCH 40 GALV.

ALL DIMENSIONS IN METERS UNLESS OTHERWISE SPECIFIED

6 mm DOWN CRUSHED
LIMESTONE

MIN. 50mm COVERAGE
OF CONCRETE
AROUND POST

114mm & x 1.8 M Sch. 40
STEEL PIPE SLEEVE.

SET TOP 75mm BELOW
FINISHED GRADE.
WELD BACKSTOP POST
TO SLEEVE WITH
CONTINUOUS WELD
JOINT.

CONCRETE PILE
(SULPHATE RESISTANT)
TYPE 50 HAVING A 28
DAY COMPRESSIVE
STRENGTH OF 30 Mpa.
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