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FREE OR CLEARANCE ZONE
MIN 3 m FROM SIDELINE

FIELD OF PLAY

NET

1 1 22

BEACH VOLLEYBALL COURT DIMENSIONS
SCALE: 1:180

SLOPE EXCAVATED SUB 
SURFACE TOWARDS LOW 
END OF SITE AT 0.5% TO 1.0%
GRADE

SUBSURFACE DRAINAGE AS PER SCD-661 OR 
SCD-669

END CAPS TO BE INSTALLED AT SUBDRAIN 
TERMINATIONS

TIE IN DIRECTLY TO C.B. OR DRAIN TO LOWER 
GRADE AREA ENDING WITH AN EMITTER
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FOUNDATIONS AS SPECIFIED BY ENGINEER

CROSS SECTION
SCALE: 1:180

1 2
FIELD OF PLAY

NOTES;
1. SAND SHALL BE FREE OF ANY ORGANIC MATERIALS, ROCKS, SHELLS OR DANGEROUS PARTICLES THAT 
MAY CAUSE CUTS OR INJURIES.
2.THE SAND CONDITIONS MUST BE UNIFORM THROUGOUT THE CENTER OF THE COURT AND SIDES.

SIZE (mm) SAND RETAINED ON SIEVE

2 mm 0%

1 mm 0% - 6%

0.5 mm
Min. 80% - Max 92%

0.25 mm

0.15 mm 7% - 18%

0.05 mm < 2%

PAN < 0.15%

 MIN 0.3 m OF SAND
 GEOTEXTILE FABRIC
 0.050 m OF 50 mm CLEAN LIMESTONE
 GEOTEXTILE FABRIC

SUBSURFACE DRAINAGE AS 
PER SCD-661 OR SCD-669

SUB GRADE 
0.5 % - 1%

SUB GRADE 
0.5 % - 1%

SUBDRAIN DETAIL 
SCALE: 1:50

DRAIN TO C.B. 
OR EMITTER

Revision:


	Title Block 
	1/Title Block 
	2/Title Block 
	Viewport-1


