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SYNTHETIC TURF CRICKET PITCH
WITH GRANULAR BASE
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150mm depth 19mm (3/4" down) 
compacted limestone

50mm depth 1/4" down compacted 
limstone

Subgrade compacted to min. 95% 
SPD

Combi-grid geotextile / geogrid 
composite

Synthetic turf.
Installed as per manufacturers'
written specifications

1-2% CROSS SLOPE
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3' long 19mm DIA. rebar spike
counter sink 50mm down
from top of timber every 2'

4" x 6" PT wood header
Treating end cuts of the wood edging 
with wood preservative
suitable for underground use
All end cuts to be treated with 
appropriate above ground (clear)
or below ground preservative 
suitable for outdoor applications

Aritificial turf wrapped around side 
of timber stapled x 2 every 100mm
Turf to wrapped to 100mm down
edge of timber

REVISION:
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NOTES:

Synthetic Turf to be suitable for sports field 
application and approved by Contract 
Administrator. Installed as per Manufacturer's 
written instructions.

Subgrade and Compacted Granular Base as 
per City of Winnipeg Specification CW 3110 – 
SUB-GRADE, SUB-BASE AND BASE 
COURSE CONSTRUCTION  (latest revision)
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Aritificial Turf Wrapping Detail
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