[General Notes Drawing Title: Drawing No:
1. Asphalt Concrete Pavement Works
as per CW 3410 PARK PATHWAY ASPHALT SCD-648B
2. Sub-Grade, Sub Base & Base " 1]
Coarse Construction as per CW 3110 ON A'BASE
3. Topsoil & Seed as per CW3520 and
CW 3540
4. Topsoil & Sod as per CW 3510 and
CW 3540 \
3000 mm (10") MIN.
OR AS SPECIFIED ON THE DRAWINGS
75 mm (3") ASPHALT TYPE AS SPECIFIED
200 mm (8") GRANULAR "A" BASE
COMPACTED TO 100% ST. PROCTOR.
PLACE BASE IN MAX. 100mm LIFTS &
COMPACT EACH LAYER THOROUGHLY TO
TURF REPAIRS ACHIEVE SPECIFIED COMPACTION.
(AS SPECIFIED)
NON-WOVEN GEOTEXTILE FABRIC TO BE
150 mm PLACED BETWEEN SUBGRADE AND 150 mm
GRANULAR "A" BASE AS PER CURRENT
(6" CW 3130. (6"
EX. SOD MIN. 1.0% - MAX. 2% - EX. SOD
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-< COMPACTED SUB GRADE TO 95% ST. PROCTOR -
DIMENSIONS SHOWN ARE IN MILLIMETRES UNLESS OTHERWISE SPECIFIED J
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