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Rigid Pipe Start
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Normal Water Level

Min 2% 1-2%

Pipe Slope Min 1.0%

SECTION B

Rigid Pipe End To Be Cut At 45 
Degree Angle. End Cut Must Be 
Smooth And Burr Free.

Ensure Top Of Grout Is
Level With Culvert

Clean Out Access
at Low Point as

per Detail D
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300mm Deep Random Grouted 
Stone (100mm Dia). Refer to 
SCD-612 For Further Detail

Normal Water Level

M
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Property Line

Freeboard Transition To 7:1 Slope

200mm (8") Dia. Rigid Pipe
ADS Product N12 WT #08650010IB*

PLAN A
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Sod Varies Path 2400 TYP Varies Native Grasses - Varies Varies Min 1000

Freeboard Transition 
To 7:1 Slope

200mm (8") Dia. Rigid Pipe 
ADS Product N12 WT 
#08650010IB*

Clean Out Access
at Low Point as

Per Detail D

Property Line

300mm Deep Random Grouted 
Stone (100mm Dia). Refer to 
SCD-612 For Further Detail

Rigid Pipe End To Be Cut At 45 
Degree Angle. End Cut Must Be 
Smooth And Burr Free.
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Path 2400 TYP.

Rigid Pipe to Pond Connection

Granular Path as per SCD-646

Rigid Pipe to Pond Connection
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Temporary 600mm Extension Of 
Geotextile, Staked In Place (+/- 
2.0m O.C.), To Create Silt Fence 
Along Property Line Until Rear 
Yards Are Sodded.

Property Line
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Final Sod Grade

3/4" Clean Limestone

150mm Dia. Weeping Tile 
ADS Product #06010XXX*

Geotextile

Fence Posts On Private Property To 
Be Built Within 50mm (2") Of The 
Property Line.

SECTION C

150mm Dia. Tee
ADS Product #0661ST*

3/4" Clean Limestone

150mm Dia. Weeping 
Tile As Per Section C

Geotextile

Threaded PVC Plug & 
Adapter 

Drainage Trench With Weeping Tile
DETAIL D

Clean Out Access at High Points
DETAIL E

Clean Out Access at Low Points 
(Pipe to Pond Connections)

Threaded PVC Plug & 
Adapter

200mm Dia. X 150mm 
Dia. Cross Tee 
ADS Product #0831AN*

200mm Dia X 90 Degree 
WT Bend 
ADS Product #0899WT*

3/4" Clean Limestone

Start of Rigid Pipe as 
per Section B
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Upstream/Start of Pipe
DETAIL F

Threaded PVC Plug & 
Adapter

30 Degree Bend N-12 
Plain End ADS Product 
#0695AN*

150mm Dia. Weeping 
Tile As Per Section C

3/4" Clean Limestone
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General Notes
1.
2.

3.

4.

*Use ADS Product Specified or Approved Equal
Clean Outs to be Located at all High Points, Low 
Points (Pipe to Pond Connections) and at any 
Upstream Start Or Pipe Runs.
Clean Outs To Be Located At Property Lot Line 
Intersections
Granular Pathway as per SCD-646
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